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	1st Modified Section (new)


5.1.3.1.0
Accept Contact
This field holds the information from the SIP header: "Accept-Contact".
	Next Modified Section (new)


5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

IMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) imsChargingDataTypes (4) asn1Module (0) version1 (0)}  

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

-- EXPORTS everything

IMPORTS

RecordType, IPAddress, ManagementExtensions, NodeAddress, LocalSequenceNumber, SubscriptionID, TimeStamp, ServiceContextID

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

;

------------------------------------------------------------------------------

--

--  IMS RECORDS

--

------------------------------------------------------------------------------

IMSRecord ::= CHOICE 

--

-- Record values 63..69 are IMS specific

-- 

{


sCSCFRecord


[63] SCSCFRecord,


pCSCFRecord


[64] PCSCFRecord,


iCSCFRecord


[65] ICSCFRecord,


mRFCRecord


[66] MRFCRecord,


mGCFRecord


[67] MGCFRecord,


bGCFRecord


[68] BGCFRecord,


aSRecord


[69] ASRecord

}

SCSCFRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL,


serviceContextID



[30] ServiceContextID OPTIONAL,


list-of-subscription-ID


[31] SEQUENCE OF SubscriptionID OPTIONAL,


applicationServersInformation
[40] SEQUENCE OF ApplicationServersInformation OPTIONAL,


requested-Party-Address


[41] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [42] ListOfInvolvedParties OPTIONAL,


list-Of-Early-SDP-Media-Components [43] SEQUENCE OF Early-Media-Components-List OPTIONAL,


acceptContact




[44] AcceptContact OPTIONAL
}

PCSCFRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,

nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL,


serviceContextID



[30] ServiceContextID OPTIONAL,


list-of-subscription-ID


[31] SEQUENCE OF SubscriptionID OPTIONAL,

acceptContact




[32] AcceptContact OPTIONAL,

servedPartyIPAddress


[50] ServedPartyIPAddress OPTIONAL,


list-Of-Early-SDP-Media-Components [51] SEQUENCE OF Early-Media-Components-List OPTIONAL

}

ICSCFRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,

serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL, 


serviceContextID



[30] ServiceContextID OPTIONAL,


s-CSCF-Information



[61] S-CSCF-Information OPTIONAL

}

MRFCRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL, 


serviceContextID



[30] ServiceContextID OPTIONAL,


list-of-subscription-ID


[31] SEQUENCE OF SubscriptionID OPTIONAL,


applicationServersInformation
[40] SEQUENCE OF ApplicationServersInformation OPTIONAL,


service-Id





[70] Service-Id OPTIONAL,


requested-Party-Address


[71] InvolvedParty OPTIONAL,


requested-Party-Address


[71] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [72] ListOfInvolvedParties OPTIONAL,


list-Of-Early-SDP-Media-Components [73] SEQUENCE OF Early-Media-Components-List OPTIONAL

}

MGCFRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,

called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL, 


serviceContextID



[30] ServiceContextID OPTIONAL,


trunkGroupID




[80] TrunkGroupID OPTIONAL,


bearerService




[81] TransmissionMedium OPTIONAL,


list-Of-Early-SDP-Media-Components [82] SEQUENCE OF Early-Media-Components-List OPTIONAL

}

BGCFRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,



called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,

serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


event






[28] UTF8String OPTIONAL,


serviceContextID



[30] ServiceContextID OPTIONAL,


list-Of-Early-SDP-Media-Components [31] SEQUENCE OF Early-Media-Components-List OPTIONAL

}

ASRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,



called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,

recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL,


serviceContextID



[30] ServiceContextID OPTIONAL,


list-of-subscription-ID


[31] SEQUENCE OF SubscriptionID OPTIONAL,

acceptContact




[32] AcceptContact OPTIONAL

serviceSpecificInfo



[100] SEQUENCE OF ServiceSpecificInfo OPTIONAL,


requested-Party-Address


[101] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [102] ListOfInvolvedParties OPTIONAL,


list-Of-Early-SDP-Media-Components [103] SEQUENCE OF Early-Media-Components-List OPTIONAL

}

------------------------------------------------------------------------------

--

--  IMS DATA TYPES

--

------------------------------------------------------------------------------

AcceptContact ::= OCTET STRING

AccessCorrelationID ::= CHOICE

{


gPRS-Charging-Id



[2] INTEGER OPTIONAL,


accessNetworkChargingIdentifier
[4] GraphicString OPTIONAL
}

ACRInterimLost ::= ENUMERATED 

{


no 

(0),


yes 
(1),


unknown (2)

}

ApplicationServersInformation ::= SEQUENCE 
{

applicationServersInvolved 


[0] NodeAddress OPTIONAL,


applicationProvidedCalledParties
[1] SEQUENCE OF InvolvedParty OPTIONAL

}

CauseForRecordClosing ::= ENUMERATED 

{


serviceDeliveryEndSuccessfully
(0),


unSuccessfulServiceDelivery

(1),


timeLimit





(3),


serviceChange




(4), -- e.g. change in media due to Re-Invite


managementIntervention


(5)  -- partial record generation reasons to be added











 --  Additional codes are for further study

}

Early-Media-Components-List ::= SEQUENCE 

{


sDP-Offer-Timestamp 
[0] TimeStamp OPTIONAL,


sDP-Answer-Timestamp
[1] TimeStamp OPTIONAL,


sDP-Media-Components
[2] SEQUENCE OF SDP-Media-Component OPTIONAL,


mediaInitiatorFlag

[3] NULL OPTIONAL,


sDP-Session-Description
[4] SEQUENCE OF GraphicString OPTIONAL

}

IMS-Charging-Identifier ::= OCTET STRING

Incomplete-CDR-Indication ::= SET 

{


aCRStartLost
[0] BOOLEAN, –- TRUE if ACR[Start] was lost, FALSE otherwise


aCRInterimLost
[1] ACRInterimLost, 


aCRStopLost

[2] BOOLEAN –- TRUE if ACR[Stop] was lost, FALSE otherwise

} 

InterOperatorIdentifierlist ::= SEQUENCE OF InterOperatorIdentifiers

InterOperatorIdentifiers ::= SEQUENCE 

{ 


originatingIOI[0] GraphicString OPTIONAL,


terminatingIOI[1] GraphicString OPTIONAL

}

InvolvedParty ::= CHOICE 

{


sIP-URI[0] GraphicString, -- refer to rfc3261


tEL-URI[1] GraphicString  -- refer to rfc3966
}

Editor’s note:  the constructs below are imported from the generic module
ListOfInvolvedParties ::= SEQUENCE OF InvolvedParty

Media-Components-List ::= SEQUENCE 

{


sIP-Request-Timestamp 
[0] TimeStamp OPTIONAL,


sIP-Response-Timestamp
[1] TimeStamp OPTIONAL,


sDP-Media-Components
[2] SEQUENCE OF SDP-Media-Component OPTIONAL,


mediaInitiatorFlag

[3] NULL OPTIONAL,


sDP-Session-Description
[4] SEQUENCE OF GraphicString OPTIONAL

}

MessageBody ::= SEQUENCE 

{


content-Type


[0] GraphicString,


content-Disposition

[1] GraphicString OPTIONAL,


content-Length


[2] INTEGER,


originator



[3] InvolvedParty OPTIONAL

}

Role-of-Node ::= ENUMERATED 

{


originating (0),


terminating (1),


proxy       (2),


b2bua       (3)

}

S-CSCF-Information ::=  SEQUENCE

{

mandatoryCapabilities [0] SEQUENCE OF GraphicString OPTIONAL,

optionalCapabilities
 [1] SEQUENCE OF GraphicString OPTIONAL,

serverName 



 [2] GraphicString OPTIONAL

}

SDP-Media-Component ::=  SEQUENCE

SDP-Media-Component ::=  SEQUENCE

{


sDP-Media-Name        
[0] GraphicString OPTIONAL,


sDP-Media-Descriptions
[1] SDP-Media-Description OPTIONAL,


accessCorrelationID


AccessCorrelationID OPTIONAL, 

-- not used in MGCF and BGCF










-- [2] is used by gPRS-Charging-Id










-- [4] is used by accessNetworkChargingIdentifier


authorized-QoS        
[3] GraphicString OPTIONAL    

}

SDP-Media-Description ::= SEQUENCE OF GraphicString

ServedPartyIPAddress  ::=  IPAddress 

Service-Id ::= GraphicString

ServiceSpecificData  ::=  SEQUENCE

ServiceSpecificInfo  ::=  SEQUENCE

{


serviceSpecificData
[0] GraphicString OPTIONAL, 
serviceSpecificType

[1] INTEGER OPTIONAL

}

Session-Id ::= GraphicString

--

-- rfc3261 [110]: example for SIP Call-ID: f81d4fae-7dec-11d0-a765-00a0c91e6bf6@foo.bar.com 

--

SIP-Method ::= GraphicString

TransmissionMedium ::= SEQUENCE 

{


tMR
[0] OCTET STRING (SIZE (1)) OPTIONAL, -- required TM, refer to ITU-T Q.763


tMU
[1] OCTET STRING (SIZE (1)) OPTIONAL  -- used TM, refer to ITU-T Q.763

}

TrunkGroupID ::= CHOICE 

{


incoming
[0] GraphicString,


outgoing
[1] GraphicString

}

END

ASRecord 
::= SET

{


recordType





[0] RecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,



called-Party-Address


[7] InvolvedParty OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


event






[28] UTF8String OPTIONAL,


accessNetworkInformation

[29] OCTET STRING OPTIONAL,


serviceContextID



[30] ServiceContextID OPTIONAL,


list-of-subscription-ID


[31] SEQUENCE OF SubscriptionID OPTIONAL,


acceptContact




[43] AcceptContact OPTIONAL,


serviceSpecificInfo



[100] SEQUENCE OF ServiceSpecificInfo OPTIONAL,


requested-Party-Address


[101] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [102] ListOfInvolvedParties OPTIONAL

}

	End of modifications


�PAGE \# "'Page: '#'�'"  �� Document number


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





