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	1st Modified Section


5.5.1
Definition and legal values

The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.

Attributes

	Attribute Name
	Definition
	Legal Values

	repeaterFunctionId
	An attribute whose "name+value" can be used as an RDN (according to the rules in TS 32.300 [7]) when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	userLabel
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.
	

	Priority
	the priority of repeater decided by operator
	Type: Integer

	powerSwitch
	Power switch of device which has two status: ON/OFF
	Type: Bool

	ulAttenuation 
	Downlink signal attenuation of the device to change downlink gain.
	Type: Integer

	dlAttenuation
	Uplink signal attenuation of the device to change uplink gain
	Type: Integer

	firmwareVer
	Version of device firmware
	Type: String

	latitude
	The latitude of the antenna location based on World Geodetic System (1984 version) global reference frame (WGS 84). Positive values correspond to the northern hemisphere.
	A single integral value in the range of  -90.0000 to +90.0000.

	longitude
	The longitude of the antenna location based on World Geodetic System (1984 version) global reference frame (WGS 84). Positive values correspond to degrees east of 0 degrees longitude.
	A single integral value in the range of  -180.0000 to +180.0000.

	ctrlConnMode
	Remote communication mode used by repeater to send and receive control message, such as GSM SMS, WCDMA SMS, Circle Switch Data-CSD, Package Switch Dat-IP, Serial port.
	Type: String

	environmentInfo
	the repeater device is located either in the building or out of the building
	Type: String

	repeaterType
	The repeater type defined by operator, such as wide band, frequency selective, indoor and fiber optic.
	Type: String
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