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2
References

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Changed alarm: See 3GPP TS 32.391 [10].

Changed instance: See 3GPP TS 32.391 [10].

Delta Synchronisation: See 3GPP TS 32.391 [10].
Delta Synchronisation Point: See 3GPP TS 32.391 [10].

Full Synchronisation: See 3GPP TS 32.391 [10].

IRP: See 3GPP TS 32.101 [1].

IRPAgent: See 3GPP TS 32.102 [2].

IRPManager: See 3GPP TS 32.102 [2].
.....
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4.2.1
XML elements fileHeaderForDeltaSynchForCM/AlarmData

See 3GPP TS 32.615 [14] 

The file header defined there is extended as follows (new parts marked by underlining):

For delta synchronization of CM data:

        <element name="fileHeaderDeltaSynchForCMData">
          <complexType>
            <attribute name="fileFormatVersion" type="string" use="required"/>
            <attribute name="senderName" type="string" use="optional"/>
            <attribute name="vendorName" type="string" use="optional"/>
            <!-- The content of the following element is a copy of the original 

                 request/response parameters -->

            <element name="inAndOutputParameter" minOccurs="0" maxOccurs="1">

              <complexType>

                <sequence>

                <attribute name="managerReference" type="string" use="optional"/>

                <attribute name="dataRequested" type="dsc:CMDataRequested" use="required"/>

                <attribute name="startSynchronizationPoint" type="dateTime" use="required"/>

                <attribute name="newSynchronizationPoint" type="dateTime" use="required"/>

                </sequence>

              </complexType>

            </element>

          </complexType>
        </element>

For delta synchronization of alarm data:

        <element name="fileHeaderDeltaSynchForCMData">
          <complexType>
            <attribute name="fileFormatVersion" type="string" use="required"/>
            <attribute name="senderName" type="string" use="optional"/>
            <attribute name="vendorName" type="string" use="optional"/>
            <!-- The content of the following element is a copy of the original 

                request/response parameters -->

            <element name="inAndOutputParameter" minOccurs="0" maxOccurs="1">

              <complexType>

                <sequence>

                <attribute name="managerReference" type="string" use="optional"/>

                <attribute name="dataRequested" type="dsa:AlarmDataRequested" use="required"/>

                <attribute name="startSynchronizationPoint" type="dateTime" use="required"/>

                <attribute name="newSynchronizationPoint" type="dateTime" use="required"/>

                </sequence>

              </complexType>

            </element>

          </complexType>
        </element>
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A.2
Delta synchronization specific data file XML schemas for CM data (file name "deltaSynchForCMData.xsd")

<?xml version="1.0" encoding="UTF-8"?>

<!—

  3GPP TS 32.395 Delta Synchronisation IRP

  Delta synchronization specific data file XML schemas for CM data XML schema

  deltaSynchForCMData.xsd

-->

<schema

  targetNamespace=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.395#deltaSynchForCMData"

  elementFormDefault="qualified"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:dsc=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.395#deltaSynchForCMData"

  xmlns:xn=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"

  xmlns:nk=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.665#kernelNtf"

>

  <import

    namespace=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"

  />

  <import

    namespace=

"http://www.3gpp.org/ftp/specs/archive/32_series/32.665#kernelNtf"

  />

  <!-- XML types specific for delta synchronization of CM data -->

<simpleType name="CMDataRequested">

   <restriction base="string">

      <enumeration value="DNsOnly"/>

      <enumeration value="CompleteDataSet"/>

   </restriction>

</simpleType>

  <!--Delta synchronization for CM data file root XML element -->

  <element name="deltaSynchForCMDataFile">

    <complexType>

      <sequence>

        <element name="fileHeader">

          <complexType>

            <sequence>

              <element name="fileHeaderDeltaSynchForCMData">

                <complexType>

                  <attribute name="fileFormatVersion" type="string" use="required"/>

                  <attribute name="senderName" type="string" use="optional"/>

                  <attribute name="vendorName" type="string" use="optional"/>

                  <!-- The content of the following element is a copy of the original 

                       request/response parameters -->

                  <element name="inAndOutputParameter" minOccurs="0" maxOccurs="1">

                    <complexType>

                      <sequence>

                      <attribute name="managerReference" type="string" use="optional"/>

                      <attribute name="dataRequested" type="dsc:CMDataRequested" use="required"/>

                      <attribute name="startSynchronizationPoint" type="dateTime" use="required"/>

                      <attribute name="newSynchronizationPoint" type="dateTime" use="required"/>

                      </sequence>

                    </complexType>

                  </element>

                </complexType>
              </element>

              <element name="scope" type="nk:ScopeType" minOccurs="0"/>

            </sequence>

          </complexType>

        </element>

        <element name="configData" maxOccurs="unbounded">

          <complexType>

            <choice>

              <element ref="xn:SubNetwork"/>

              <element ref="xn:MeContext"/>

              <element ref="xn:ManagedElement"/>

            </choice>

            <attribute name="dnPrefix" type="string" use="optional"/>

          </complexType>

        </element>

        <element name="fileFooter">

          <complexType>

            <attribute name="dateTime" type="dateTime" use="required"/>

          </complexType>

        </element>

      </sequence>

    </complexType>

  </element>

</schema>
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