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	1st Modified Section


5.3.1.3
Attribute constraints

The listOfNeTypes attributes shall be present only for Signalling Based Activation. 
The traceTarget shall be public ID in case of a Management Based Activation is done to an ScscfFunction. The TraceTarget shall be UTRAN cell only in case of the cell traffic trace function. The traceTarget shall be either IMSI or IMEI(SV) if the Trace Session is activated to any of the following ManagedEntity(ies):

· HssFunction

· MscServerFunction

· SgsnFunction

· GgsnFunction

· BmscFunction
· RncFunction
	2rd of modifications


5.5.1
Definition and legal values

	Attribute Name
	Definition
	Legal Values

	listOfInterfaces
	It specifies the interfaces that needs to be traced in the given ManagedEntityFunction
	See 3GPP TS 32.422 [9]

	listOfNETypes
	It specifies in which type of ManagedFunction the trace should be activated.
	See 3GPP TS 32.422 [9]

	traceDepth
	It specifies the trace depth of the ManagedEntityFunction instances. 
	See 3GPP TS 32.422 [9]

	traceReference
	A globally unique identifier, which uniquely identifies the Trace Session that is created by the TraceJob. 
	Any positive integer value

	traceTarget
	It specifies what is the target object of the Trace
	IMSI, IMEI, IMEISV, Public ID, Private ID, UtranCell(identified by its DN id)

	triggeringEvent
	It specifies the triggering event parameter of the trace session.
	See 3GPP TS 32.422 [9]


	3rd of modifications


6.3.1.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	iOCInstance
	M
	ManagedEntity.objectInstance
	It specifies the DN of ManagedEntity instance where Trace Session is to be activated.

	listOfInterfaces
	O
	TraceJob.listOfInterfaces
	

	listOfNeTypes
	M
	TraceJob.listOfNeTypes
	It specifies the type of ManagedFunctions where tracing is needed in case of Signalling Based Activation.

	traceDepth
	M
	TraceJob.traceDepth
	It shows the traceDepth set to the Trace Session.

	traceReference
	M
	TraceJob.traceReference
	It identifies the TraceSession. 

	traceTarget
	M
	TraceJob.traceTarget
	It specifies whether the trace shall be activated by IMSI, IMEI(SV), Public ID, UtranCell(identified by its DN id).

	triggeringEvent
	CO
	TraceJob.triggeringEvent
	


	4th of modifications


6.3.2.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	traceReference
	M
	TraceJob.traceReference
	This is a unique ID of the TraceJob

	traceTarget
	M
	TraceJob.traceTarget
	It specifies whether the trace shall be deactivated by IMSI, IMEI(SV), Public ID, UtranCell(identified by its DN id).


	5th of modifications


6.3.3.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	iOCInstance
	M
	ManagedElement.objectInstance
	It specifies the DN of ManagedElement instance where a Trace Session is activated.

	listOfInterfaces
	O
	TraceJob.listOfInterfaces
	It specifies the list of interfaces trace control and configuration parameter that is associated with the TraceJob. See 3GPP TS 32.422 [9]

	Status
	M
	ENUM (Success, Failure)
	The operation may fail because of a specified or an unspecified reason.

	traceDepth
	M
	TraceJob.traceDepth
	It shows the traceDepth trace control and configuration parameter that is associated to the TraceJob.

	traceRecordingSessionReference
	CM
	
	This would indicate if a Trace Recording Session is ongoing when the deactivation command has been given.

	traceTarget
	M
	TraceJob.traceTarget
	It specifies whether the Trace Session was activated by IMSI, IMEI(SV), Public ID, UtranCell(identified by its DN id).

	triggeringEvent
	O
	TraceJob.triggeringEvent
	It specifies the triggering event trace control and configuration parameter that is associated to the TraceJob. See 3GPP TS 32.422 [9].


	End of modifications
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