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	1st Modified Section


X.3
Information object class definitions

Each information object class is defined using the following structure.
Inherited items (attributes etc.) shall not be shown, as they are defined in the parent IOC(s) and thus valid for all subclasses.
X.3.a
InformationObjectClassName
InformationObjectClassName is the name of the information object class.

"a" represents a number, starting at 1 and increasing by 1 with each new definition of an information object class.

X.3.a.1
Definition

The <definition> subclause is written in natural language. The <definition> subclause refers to the information object class itself. The characteristics related to the relationships that the object class can have with other object classes can't be found in the definition. The reader has to refer to relationships definition to find such kind of information. Information related to inheritance shall be precised here.
For NRM IRP ISs, information on traceability back to one or more requirements supported by this IOC should also be defined  here,  in the following form:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification


	Next Modified Section


Y.b.a
Operation OperationName (supportQualifier)

OperationName is the name of the operation followed by a qualifier indicating whether the operation is Mandatory (M), Optional (O), Conditional-Mandatory (CM), Conditional-Optional (CO), or SS-Conditional (C). 

"a" represents a number, starting at 1 and increasing by 1 with each new definition of an operation.

Y.b.a.1
Definition

The <definition> subclause is written in natural language. 
Information on traceability back to one or more requirements supported by this operation should also be defined  here,  in the following form:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification


	Next Modified Section


Y.b.a
Notification NotificationName (supportQualifier)

NotificationName is the name of the notification followed by a qualifier indicating whether the notification is Mandatory (M), Optional (O), Conditional-Mandatory (CM), Conditional-Optional (CO) or SS-Conditional (C).

"a" represents a number, starting at 1 and increasing by 1 with each new definition of a notification.

Y.b.a.1
Definition

The <definition> subclause is written in natural language.
Information on traceability back to one or more requirements supported by this notification should also be defined  here,  in the following form:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification
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