Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management)
(
S5-080138
Meeting SA5#57, 07 - 11 January 2008, Sophia Antipolis, FRANCE
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	32.642
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction of TDD attributes.

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	SA5

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	11/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	To get Rel-6 compatible with Rel7.

	
	

	Summary of change:
(

	The attribute timeSlotList is split into 4 new attributes.

	
	

	Consequences if 
(

not approved:
	The specification would would not be compatible with Rel-7.

	
	

	Clauses affected:
(

	6.3.3.2, and 6.3.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	X
	
	 O&M Specifications
	32.643 and 32.645.

	
	

	Other comments:
(

	


	1st Modified Section


6.3.3.2
Attributes

Attributes of UtranCell

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	utranCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cId
	+
	M
	M
	M

	localCellId
	+
	M
	M
	M

	uarfcnUl
	+
	O
	M
	M

	uarfcnDl
	+
	O
	M
	M

	primaryScramblingCode
	+
	O
	M
	M

	primaryCpichPower
	+
	O
	M
	M

	retAntennaFunctionList
	+
	O
	M
	M

	maximumTransmissionPower
	+
	M
	M
	M

	primarySchPower
	+
	O
	M
	M

	secondarySchPower
	+
	O
	M
	M

	bchPower
	+
	O
	M
	M

	cellMode
	+
	M
	M
	-

	uarfcn
	+
	O
	M
	M

	cellParameterId
	+
	O
	M
	M

	primaryCcpchPower
	+
	O
	M
	M

	dwPchPower
	+
	O
	M
	M

	
	
	
	
	

	timeSlot
	+
	O
	M
	M

	timeSlotLCR
	+
	O
	M
	M

	timeSlotStatus
	+
	O
	M
	M

	timeSlotDirection
	+
	O
	M
	M

	schPower
	+
	O
	M
	M

	lac
	+
	M
	M
	M

	rac
	+
	O
	M
	M

	sac
	+
	M
	M
	M

	uraList
	+
	O
	M
	M

	utranCell-IubLink
	+
	M
	M
	-


Table 6.3.3.2: Additional attributes of UtranCell for the support of the State Management IRP
	Attribute Name
	Support Qualifier
	READ
	WRITE

	operationalState
	O
	M
	(

	NOTE:
No state propagation shall be implied.


	Next Modified Section


6.3.3.3
Attribute constraints

The optional attributes rac and uraList shall be included if the PLMN contains a PS CN.
The following optional attributes shall be supported for corresponding modes as described below:

for FDD mode only:
uarfcnUl, uarfcnDl, primaryScramblingCode, primaryCpichPower, primarySchPower, secondSchPower, bchPower;

for 1.28 Mcps TDD mode only:
uarfcn, cellParameterId, primaryCcpchPower, timeSlotLCR, timeSlotStatus, timeSlotDirection, dwPchPower;

for 3.84 Mcps TDD mode only:
uarfcn, cellParameterId, primaryCcpchPower, timeSlot, timeSlotStatus, timeSlotDirection, schPower.

	End of modifications
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