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	1st Modified Section


5.3.1
Requirements for Trace Session activation

The high level requirements for Trace Session activation, common to both Management activation and Signalling based activation), are as follows:
-
In the case of a subscriber Trace, the Trace Session will be activated for a certain subscriber whose identification (IMSI in eUTRAN/UTRAN/CS/PS) shall be known in the NEs where subscriber Trace is needed.

-
In the case of a UE Trace, the Trace Session will be activated for a certain UE whose identification (IMEI or IMEISV) shall be known in the NEs where UE Trace is needed. In the case of eUTRAN, niether the IMSI nor IMEISV shall be included in the Trace Parameter Propagation data to the e-NodeB.
-
Trace Session activation shall be possible for both home subscribers and visiting subscribers.

-
There are two methods for Trace Session activation: Management activation and Signalling activation. 
-
For an established call/session within a Network Element, it is optional for the Network Element to start a Trace Recording Session for the associated Subscriber or UE upon receipt of the Trace activation request from the EM.

-
A globally unique ID shall be generated for each Trace Session to identify the Trace Session. This is called the Trace Reference.
-
Trace Session may be activated from the EM simultaneously to multiple NEs with the same Trace Reference (i.e. same Trace Session).
-
The Trace Scope and Depth shall be specified within the control and configuration parameters during Trace Session activation.
-
There can be cases in a NE when it receives multiple Trace Session activations for the same connection (e.g. simultaneous CS/PS connections). In these cases the starting time of the Trace Session Activation and the starting time of the first Trace Recording Session is the same using signalling based activation. For these cases there are two different cases for the Trace Session activation in a Network Element when it receives another Trace Session activation to the same subscriber or MS:
-
If the Trace Reference is equal to an existing one, a new Trace Session shall not be started;

-
If the Trace Reference is not equal to an existing one, a new Trace Session may be started.
-
The EM shall always provide the trace control and configuration parameters to the appropriate NEs at the time of Trace Session activation.
-
The Trace collection entity shall be notified, in case of theTrace Session activation is failed, by the response message with the specific cause (e.g., overload) from the NE on which the Trace Session activation failure happened.
The high-level requirements for Trace Session activation, specific to Management activation, are as follows:

-
In the case of a subscriber Trace, the Trace Session will be activated for a certain subscriber whose identification (IMSI in UTRAN/CS/PS or Private ID in IMS) shall be known in the NEs where subscriber Trace is needed.


In the case of a Cell Traffic Trace, Trace Session activation should be possible for all calls active in a cell or multiple cells without knowledge of the UEs’ identification (IMEI or IMEISV).

-
In the case of a Cell Traffic Trace, Trace Sessions should be activated for all the NEs where Cell Traffic Trace is specified.

The high-level requirements for Trace Session activation specific for Service Level Tracing for IMS are as follows:

The following high-level OMA Service Level Tracing requirements apply [9]:

· [SLT-COM-2] with the following clarification:

-
The OMA term component in the context of Service Level Tracing for IMS shall be understood as IMS NE and UE.

· [SLT-HL-2] with the following clarification:

-
The OMA terms device and component shall be understood as UE and IMS NE, respectively;

-
The IMS NEs HSS, P/I/S-CSCF, AS and UE, apply only.

· [SLT-AC-1] with the following clarification:

-
The OMA term Authorised Actor shall be understood as NE, EM or NM;

-
The OMA term trace indication shall be understood as Start Trigger Event.

· [SLT-AC-2] with the following clarification:

-
The OMA term Service Provider shall be understood as Service Provider;

-
The OMA term marking request shall be understood as the ability to send the Trace Parameter Configuration to either the UE or IMS NE.

· [SLT-AC-6]

· [SLT-AC-7] with the following clarification:

-
The OMA term criteria shall be understood as Trace Configuration Parameters.
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