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This reports the discussion result of the Break Out session held on 2Q Wednesday (February 20).

The Break Out session participants agreed to include section 2 (the reference section) and section 3 of the revised S5-080413 (see below) into draft TR 32.816
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1 Intent
The current base lined TR 32.816 section 5.1.10, titled “Configuration Management of E-UTRAN/EPC” has a subsection 5.1.10.2, titled “Pool Management” that discusses the high level requirement of EPC nodes Pool management.   The current TR 32.816 section 5.2.5.7, titled “Configuration Management of E-UTRAN/EPC” is empty.

This paper discusses the appropriate text for section current base lined TR 32.816 section 5.2.5.7.
2 Reference

3 [1] 23.401-800
4 Proposed Section 5.2.5.7
“

5.2.5.7 Support of Pool Management
To guide the specification of NRM IOCs, the following terms/descriptions (3 bullets) and Requirement statements are used.  The terms/descriptions here should have identical meaning with those described by SA2 [1].  They are grouped here only for convenience purpose.  If it differs from SA2 definitions, it will be changed to reflect description in [1] accordingly. 
· An MME Pool consists of  one or more MME nodes. All MME nodes of one MME Pool serve the same one and only one MME Pool Area. 

· A particular MME Node can be a member of one and only one MME Pool. 

· A particular TA  can be a member of one or more MME Pool Area(s).  In the latter case, the MME Pool Areas involved are called overlapping MME Pool Areas.
Editor’s notes: whether “member” or “be contained” should be used in the bullet above is FFS.
“MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.” [1]
O&M system needs to support the following requirements:
REQ-xxx-CON-001 Create/Destroy an MME Pool

REQ-xxx-CON-002 Add/Remove MME node to/from MME Pool
REQ-xxx-CON-003 Move MME nodes from one MME Pool to another MME Pool

REQ-xxx-CON-004 Move MME node (of MME Pool) out of and into service
REQ-xxx-CON-005 Create/Destroy an MME Pool Area

REQ-xxx-CON-006 Add/Remove TAs to/from MME Pool Area (including add/remove related eNodeB to/from MME Pool Area)

REQ-xxx-CON-007 Connect or Associate one MME Pool Area with one MME Pool


Editor’s Notes : it is FFS if O&M system needs a requirement REQ to manage MME Code (MMEC) [1].
 “
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� See Appendix for the description of TA in TR 23.882.





