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1
Decision/action requested

Discussion and agreement on the monitor of call setup performance to be part of use cases of E-UTRAN performance measurements, and continue the corresponding performance measurements definition.
2
References
[1] 3GPP TS 36.331
[2] 3GPP TS 36.413

3
Rationale
Call(/Session) setup is one of the most important step to complete the procedure to deliver services to users. Monitor the performance of the call setup is one of the major purpose of the performance management, the detailed use case description, pls see section 4, and the corresponding performance measurements definition, pls see contribution S5-080715 and S5-080716.
4 Detailed proposal
To insert the following use case into annex A of the draft TS.

A.x
Monitor of call(/session) setup performance
Call(/session) setup is one of most important step to start delivering services by the networks to users. The success or failure of a call(/session) setup directly impacts the quality level for delivering the service by the networks, and also the feeling of the end user. So the performance level of call(/session) setup needs be monitored, this can be achieved by the calculation of call setup success rate which gives a direct view to evaluate the call setup performance, and the analysis of the specific reason causing the failure to find out the problem and ascertain the solutions. And due to different priority and tolerance for different service type with different OoS level in the networks, the monitor needs to be opened on each service type and OoS level.
To complete the call(/Session) setup procedure, E-UTRAN is mainly responsible for the establishment of radio and S1 signaling connection and service bearer by the RRC connection establishment (See 3GPP TS 36.331[x]) and SAE Bearer setup (See 3GPP TS 36.413[x]) procedure.
So performance measurements related to RRC connection establishment (See 3GPP TS 36.331[x]) and SAE Bearer setup (See 3GPP TS 36.413[x]) procedure for each service type and QoS level are necessary to support the monitor of call(/session) setup performance. 







































































































































