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	1st Modified Section


5.1.2.1.44
Location/change of location

The location field contains a combination of the Location Area Code (LAC), Cell Identity (CI) and MCC+MNC of the cell in which the served party is currently located. Any change of location may be recorded in the change of location field including the time at which the change took place.

The change of location field is optional and not required if partial records are generated when the location changes.

The LAC and CI are both 2 octet quantities and coded according to TS 24.008 [64].
5.1.2.1.44a
Qualified Location 
The “Qualified Location” field contains a combination of the Location Area Code (LAC), Cell Identity (CI) and MCC+MNC of the cell, or the SAC for 3G. It’s the location resulting from the last successful Attach or Location Update.
There may be cases where this “Qualified Location” is different from the current location at the time of CDR creation related to a call setup.
5.1.2.1.45
Location Estimate

	Next Modified Section


MOCallRecord
::= SET

{


recordType




[0] RecordType,


servedIMSI




[1] IMSI OPTIONAL,


servedIMEI




[2] IMEI OPTIONAL,


servedMSISDN



[3] MSISDN OPTIONAL,


callingNumber



[4] CallingNumber OPTIONAL,


calledNumber



[5] CalledNumber OPTIONAL,




translatedNumber


[6] TranslatedNumber OPTIONAL,


connectedNumber



[7] ConnectedNumber OPTIONAL,


roamingNumber



[8] RoamingNumber OPTIONAL,


recordingEntity



[9] RecordingEntity,


mscIncomingTKGP



[10] TrunkGroup OPTIONAL,


mscOutgoingTKGP



[11] TrunkGroup OPTIONAL,


location




[12] LocationAreaAndCell OPTIONAL,


changeOfLocation


[13] SEQUENCE OF LocationChange OPTIONAL,


basicService



[14] BasicServiceCode OPTIONAL,


transparencyIndicator

[15] TransparencyInd OPTIONAL,


changeOfService



[16] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed


[17] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters



[18] AOCParameters OPTIONAL,


changeOfAOCParms


[19] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark




[20] Classmark OPTIONAL,


changeOfClassmark


[21] ChangeOfClassmark OPTIONAL,


seizureTime




[22] TimeStamp OPTIONAL,


answerTime




[23] TimeStamp OPTIONAL,


releaseTime




[24] TimeStamp OPTIONAL,


callDuration



[25] CallDuration,


dataVolume




[26] DataVolume OPTIONAL,


radioChanRequested


[27] RadioChanRequested OPTIONAL,


radioChanUsed



[28] TrafficChannel OPTIONAL,


changeOfRadioChan


[29] ChangeOfRadioChannel OPTIONAL,


causeForTerm



[30] CauseForTerm,


diagnostics




[31] Diagnostics OPTIONAL,


callReference



[32] CallReference,


sequenceNumber



[33] INTEGER OPTIONAL,


additionalChgInfo


[34] AdditionalChgInfo OPTIONAL,


recordExtensions


[35] ManagementExtensions OPTIONAL,


gsm-SCFAddress



[36] Gsm-SCFAddress OPTIONAL,


serviceKey




[37] ServiceKey OPTIONAL,


networkCallReference

[38] NetworkCallReference OPTIONAL,


mSCAddress




[39] MSCAddress OPTIONAL,


cAMELInitCFIndicator

[40] CAMELInitCFIndicator OPTIONAL,


defaultCallHandling


[41] DefaultCallHandling OPTIONAL,


hSCSDChanRequested


[42] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated


[43] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms


[44] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur





[45] Fnur OPTIONAL,


aiurRequested



[46] AiurRequested OPTIONAL,


chanCodingsAcceptable

[47] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed



[48] ChannelCoding OPTIONAL,


speechVersionSupported

[49] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed


[50] SpeechVersionIdentifier OPTIONAL,


numberOfDPEncountered

[51] INTEGER OPTIONAL,


levelOfCAMELService


[52] LevelOfCAMELService OPTIONAL,


freeFormatData



[53] FreeFormatData OPTIONAL,


cAMELCallLegInformation

[54] SEQUENCE OF CAMELInformation OPTIONAL,


freeFormatDataAppend

[55] BOOLEAN OPTIONAL,


defaultCallHandling-2

[56] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[57] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[58] ServiceKey OPTIONAL,


freeFormatData-2


[59] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[60] BOOLEAN OPTIONAL,


systemType




[61] SystemType OPTIONAL,


rateIndication



[62] RateIndication OPTIONAL,


locationRoutNum



[63] LocationRoutingNumber OPTIONAL,


lrnSoInd




[64] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus



[65] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara





[66] JurisdictionInformationParameter OPTIONAL,


jIPSoInd




[67] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus



[68] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType


[69] PartialRecordType OPTIONAL,


guaranteedBitRate


[70] GuaranteedBitRate OPTIONAL,


maximumBitRate



[71] MaximumBitRate OPTIONAL,


redial





[72] BOOLEAN OPTIONAL,
-- set indicates redial attempt


reasonForServiceChange

[73] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator

[74] BOOLEAN OPTIONAL,

    QualifiedLocation           [75] LocationAreaAndCell OPTIONAL
}

MTCallRecord


::= SET

{


recordType



[0] RecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] CalledNumber OPTIONAL,


callingNumber


[4] CallingNumber OPTIONAL,


connectedNumber


[5] ConnectedNumber OPTIONAL,


recordingEntity


[6] RecordingEntity,


mscIncomingTKGP


[7] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[8] TrunkGroup OPTIONAL,


location



[9] LocationAreaAndCell OPTIONAL,


changeOfLocation

[10] SEQUENCE OF LocationChange OPTIONAL,


basicService


[11] BasicServiceCode OPTIONAL,


transparencyIndicator
[12] TransparencyInd OPTIONAL,


changeOfService


[13] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed

[14] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters


[15] AOCParameters OPTIONAL,


changeOfAOCParms

[16] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark



[17] Classmark OPTIONAL,


changeOfClassmark

[18] ChangeOfClassmark OPTIONAL,


seizureTime



[19] TimeStamp OPTIONAL,


answerTime



[20] TimeStamp OPTIONAL,


releaseTime



[21] TimeStamp OPTIONAL,


callDuration


[22] CallDuration,


dataVolume



[23] DataVolume OPTIONAL,


radioChanRequested

[24] RadioChanRequested OPTIONAL,


radioChanUsed


[25] TrafficChannel OPTIONAL,


changeOfRadioChan

[26] ChangeOfRadioChannel OPTIONAL,


causeForTerm


[27] CauseForTerm,


diagnostics



[28] Diagnostics OPTIONAL,


callReference


[29] CallReference,


sequenceNumber


[30] INTEGER OPTIONAL,


additionalChgInfo

[31] AdditionalChgInfo OPTIONAL,


recordExtensions

[32] ManagementExtensions OPTIONAL,


networkCallReference
[33] NetworkCallReference OPTIONAL,


mSCAddress



[34] MSCAddress OPTIONAL,


hSCSDChanRequested

[35] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated

[36] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms

[37] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur




[38] Fnur OPTIONAL,


aiurRequested


[39] AiurRequested OPTIONAL,


chanCodingsAcceptable
[40] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed


[41] ChannelCoding OPTIONAL,


speechVersionSupported
[42] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed

[43] SpeechVersionIdentifier OPTIONAL,


gsm-SCFAddress


[44] Gsm-SCFAddress OPTIONAL,


serviceKey



[45] ServiceKey OPTIONAL,


systemType



[46] SystemType OPTIONAL,


rateIndication


[47] RateIndication OPTIONAL,


locationRoutNum


[48] LocationRoutingNumber OPTIONAL,


lrnSoInd



[49] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[50] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[51] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[52] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[53] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType

[54] PartialRecordType OPTIONAL,


guaranteedBitRate

[55] GuaranteedBitRate OPTIONAL,


maximumBitRate


[56] MaximumBitRate OPTIONAL,


reasonForServiceChange
[57] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator
[58] BOOLEAN OPTIONAL,

    QualifiedLocation       [59] LocationAreaAndCell OPTIONAL
}

	End of modifications
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