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	Reason for change:
(

	CDR does not reflect correct roaming agreements usage.
In 3GPP 25.413 states :  
"Whereas several processing entities within the CN (e.g. charging, interception, etc.) may make use of the location information given in the SAI IE and the LAI (and RAC) IE, the mobility management within the CN shall rely on the information given within the LAI IE (resp. LAI and RAC IEs) only.
The current CDR memorises as “location”, the SAI IE only, which is not subject to mobility Management check as the LAI IE. There may be cases where LAI (LAI1) in the LAI IE differs from LAI (LAI2) of the SAI IE on transaction initiation (INITITAL-UE message), and this creates confusion when roaming agreement applies.   

Case description : 
A roaming agreement is defined for LAI-1 and not for LAI-2 in a visited PLMN. The roamer has been successfully registered in LAI-1, and initiates a call under SAI-1 (within LAI-1). The call is handed over (soft handover between RNCs or hard handover) towards a “not allowed” LAI-2, the call continues (correct behaviour). Then, this subscriber puts the call on hold and successfully initiates a new call or parallel transactions (SMS, SS..) under SAI2 (within “not allowed” LAI-2) : the CDR related to these transactions will capture the SAI-2 (LAI-2) as current location, and there is no mean from this CDR, to know that the subscriber was first  registered in an allowed LAI-1 (by mobility management check)..
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	The received LAI IE (validated by mobility management) needs to be captured in the CDR of the transaction setup, together with the current location retrieved from the SAI IE (not subject to mobility management check).

Changes apply to GSM and UMTS.

Add a new optional IE “Qualified location ” in following CDRs : MO/MT, SMS,SS, Loc update….
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5.1.2.1.44
Location/change of location

The location field contains a combination of the Location Area Code (LAC), Cell Identity (CI) and MCC+MNC of the cell in which the served party is currently located. Any change of location may be recorded in the change of location field including the time at which the change took place.

The change of location field is optional and not required if partial records are generated when the location changes.

The LAC and CI are both 2 octet quantities and coded according to TS 24.008 [64].
5.1.2.1.44a
Qualified Location 
The “Qualified Location” field contains a Location Area Code (LAC) and MCC+MNC. It’s the location resulting from the last successful Attach or Location Update, and received in the LAI IE (or in the LAI of the CGI IE) of a transaction setup.
There may be cases where the  “Qualified Location” is different from the “LAC and MCC+MNC” received in the SAI/CGI IE of the transaction setup which is recorded in the “location” CDR field.
	Next Modified Section


LocalSequenceNumber ::= INTEGER (0..4294967295)


--


-- Sequence number of the record in this node


-- 0.. 4294967295 is equivalent to 0..2**32-1, unsigned integer in four octets
LocationArea         
::= SEQUENCE

{


locationAreaCode
[0] LocationAreaCode,


mCC-MNC



[2] MCC-MNC 
OPTIONAL

}

LocationAreaAndCell

::= SEQUENCE

{


locationAreaCode
[0] LocationAreaCode,


cellId



[1] CellId,


mCC-MNC



[2] MCC-MNC 
OPTIONAL

}

LocationAreaCode

::= OCTET STRING (SIZE(2))


--


-- See TS 24.008 [64]


--

MCC-MNC

::= OCTET STRING (SIZE(3))


--


-- See TS 24.008 [64]

	Next Modified Section


5.2.2.1
CS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.250 [10].

CSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) csChargingDataTypes (1) asn1Module (0) version1 (0)}  DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything

IMPORTS


CallDuration, CalledNumber, RecordType, CallingNumber, CallReferenceNumber, CellId, DefaultSMS-Handling, Diagnostics, Ext-GeographicalInformation, IMSI, IMEI, IPAddress, ISDN-AddressString, LCSCause, LCSClientExternalID, LCSClientIdentity, LCSClientInternalID, LCSClientType, LCS-Priority, LCSQoSInfo, LevelOfCAMELService, LocalSequenceNumber, LocationArea, LocationAreaAndCell, LocationAreaCode, LocationType, ManagementExtensions, MessageReference, MSISDN, NotificationToMSUser, PositioningData, RecordingEntity, ServiceKey, SMSResult, SmsTpDestinationNumber, TimeStamp

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

BearerServiceCode

FROM MAP-BS-Code { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-BS-Code (20) version6 (6) }

-- from TS 29.002 [60]

TeleserviceCode

FROM MAP-TS-Code { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-TS-Code (19) version2 (2) }

-- from TS 29.002 [60]

SS-Code

FROM MAP-SS-Code { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-SS-Code (15) version6 (6) }

-- from TS 29.002 [60]

MOLR-Type

FROM SS-DataTypes { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3) ss-DataTypes (2) version7 (7)}

-- from TS 24.080 [61]

;

------------------------------------------------------------------------------
--

--  CS CALL AND EVENT RECORDS

--

------------------------------------------------------------------------------

CSRecord
::= CHOICE 

--

-- Record values 0..19 are circuit switch specific

--

{


moCallRecord


[0] MOCallRecord,


mtCallRecord


[1] MTCallRecord,


roamingRecord


[2] RoamingRecord,


incGatewayRecord

[3] IncGatewayRecord,


outGatewayRecord

[4] OutGatewayRecord,


transitRecord


[5] TransitCallRecord,


moSMSRecord



[6] MOSMSRecord,


mtSMSRecord



[7] MTSMSRecord,


moSMSIWRecord


[8] MOSMSIWRecord,


mtSMSGWRecord


[9] MTSMSGWRecord,


ssActionRecord


[10] SSActionRecord,


hlrIntRecord


[11] HLRIntRecord,


locUpdateHLRRecord

[12] LocUpdateHLRRecord,


locUpdateVLRRecord

[13] LocUpdateVLRRecord,


commonEquipRecord

[14] CommonEquipRecord,


recTypeExtensions

[15] ManagementExtensions,


termCAMELRecord


[16] TermCAMELRecord,


mtLCSRecord



[17] MTLCSRecord,


moLCSRecord



[18] MOLCSRecord,


niLCSRecord



[19] NILCSRecord

}

MOCallRecord
::= SET

{


recordType




[0] RecordType,


servedIMSI




[1] IMSI OPTIONAL,


servedIMEI




[2] IMEI OPTIONAL,


servedMSISDN



[3] MSISDN OPTIONAL,


callingNumber



[4] CallingNumber OPTIONAL,


calledNumber



[5] CalledNumber OPTIONAL,




translatedNumber


[6] TranslatedNumber OPTIONAL,


connectedNumber



[7] ConnectedNumber OPTIONAL,


roamingNumber



[8] RoamingNumber OPTIONAL,


recordingEntity



[9] RecordingEntity,


mscIncomingTKGP



[10] TrunkGroup OPTIONAL,


mscOutgoingTKGP



[11] TrunkGroup OPTIONAL,


location




[12] LocationAreaAndCell OPTIONAL,


changeOfLocation


[13] SEQUENCE OF LocationChange OPTIONAL,


basicService



[14] BasicServiceCode OPTIONAL,


transparencyIndicator

[15] TransparencyInd OPTIONAL,


changeOfService



[16] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed


[17] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters



[18] AOCParameters OPTIONAL,


changeOfAOCParms


[19] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark




[20] Classmark OPTIONAL,


changeOfClassmark


[21] ChangeOfClassmark OPTIONAL,


seizureTime




[22] TimeStamp OPTIONAL,


answerTime




[23] TimeStamp OPTIONAL,


releaseTime




[24] TimeStamp OPTIONAL,


callDuration



[25] CallDuration,


dataVolume




[26] DataVolume OPTIONAL,


radioChanRequested


[27] RadioChanRequested OPTIONAL,


radioChanUsed



[28] TrafficChannel OPTIONAL,


changeOfRadioChan


[29] ChangeOfRadioChannel OPTIONAL,


causeForTerm



[30] CauseForTerm,


diagnostics




[31] Diagnostics OPTIONAL,


callReference



[32] CallReference,


sequenceNumber



[33] INTEGER OPTIONAL,


additionalChgInfo


[34] AdditionalChgInfo OPTIONAL,


recordExtensions


[35] ManagementExtensions OPTIONAL,


gsm-SCFAddress



[36] Gsm-SCFAddress OPTIONAL,


serviceKey




[37] ServiceKey OPTIONAL,


networkCallReference

[38] NetworkCallReference OPTIONAL,


mSCAddress




[39] MSCAddress OPTIONAL,


cAMELInitCFIndicator

[40] CAMELInitCFIndicator OPTIONAL,


defaultCallHandling


[41] DefaultCallHandling OPTIONAL,


hSCSDChanRequested


[42] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated


[43] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms


[44] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur





[45] Fnur OPTIONAL,


aiurRequested



[46] AiurRequested OPTIONAL,


chanCodingsAcceptable

[47] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed



[48] ChannelCoding OPTIONAL,


speechVersionSupported

[49] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed


[50] SpeechVersionIdentifier OPTIONAL,


numberOfDPEncountered

[51] INTEGER OPTIONAL,


levelOfCAMELService


[52] LevelOfCAMELService OPTIONAL,


freeFormatData



[53] FreeFormatData OPTIONAL,


cAMELCallLegInformation

[54] SEQUENCE OF CAMELInformation OPTIONAL,


freeFormatDataAppend

[55] BOOLEAN OPTIONAL,


defaultCallHandling-2

[56] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[57] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[58] ServiceKey OPTIONAL,


freeFormatData-2


[59] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[60] BOOLEAN OPTIONAL,


systemType




[61] SystemType OPTIONAL,


rateIndication



[62] RateIndication OPTIONAL,


locationRoutNum



[63] LocationRoutingNumber OPTIONAL,


lrnSoInd




[64] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus



[65] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara





[66] JurisdictionInformationParameter OPTIONAL,


jIPSoInd




[67] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus



[68] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType


[69] PartialRecordType OPTIONAL,


guaranteedBitRate


[70] GuaranteedBitRate OPTIONAL,


maximumBitRate



[71] MaximumBitRate OPTIONAL,


redial





[72] BOOLEAN OPTIONAL,
-- set indicates redial attempt


reasonForServiceChange

[73] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator

[74] BOOLEAN OPTIONAL,
    QualifiedLocation           [75] LocationArea OPTIONAL
}
MTCallRecord


::= SET

{


recordType



[0] RecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] CalledNumber OPTIONAL,


callingNumber


[4] CallingNumber OPTIONAL,


connectedNumber


[5] ConnectedNumber OPTIONAL,


recordingEntity


[6] RecordingEntity,


mscIncomingTKGP


[7] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[8] TrunkGroup OPTIONAL,


location



[9] LocationAreaAndCell OPTIONAL,


changeOfLocation

[10] SEQUENCE OF LocationChange OPTIONAL,


basicService


[11] BasicServiceCode OPTIONAL,


transparencyIndicator
[12] TransparencyInd OPTIONAL,


changeOfService


[13] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed

[14] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters


[15] AOCParameters OPTIONAL,


changeOfAOCParms

[16] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark



[17] Classmark OPTIONAL,


changeOfClassmark

[18] ChangeOfClassmark OPTIONAL,


seizureTime



[19] TimeStamp OPTIONAL,


answerTime



[20] TimeStamp OPTIONAL,


releaseTime



[21] TimeStamp OPTIONAL,


callDuration


[22] CallDuration,


dataVolume



[23] DataVolume OPTIONAL,


radioChanRequested

[24] RadioChanRequested OPTIONAL,


radioChanUsed


[25] TrafficChannel OPTIONAL,


changeOfRadioChan

[26] ChangeOfRadioChannel OPTIONAL,


causeForTerm


[27] CauseForTerm,


diagnostics



[28] Diagnostics OPTIONAL,


callReference


[29] CallReference,


sequenceNumber


[30] INTEGER OPTIONAL,


additionalChgInfo

[31] AdditionalChgInfo OPTIONAL,


recordExtensions

[32] ManagementExtensions OPTIONAL,


networkCallReference
[33] NetworkCallReference OPTIONAL,


mSCAddress



[34] MSCAddress OPTIONAL,


hSCSDChanRequested

[35] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated

[36] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms

[37] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur




[38] Fnur OPTIONAL,


aiurRequested


[39] AiurRequested OPTIONAL,


chanCodingsAcceptable
[40] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed


[41] ChannelCoding OPTIONAL,


speechVersionSupported
[42] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed

[43] SpeechVersionIdentifier OPTIONAL,


gsm-SCFAddress


[44] Gsm-SCFAddress OPTIONAL,


serviceKey



[45] ServiceKey OPTIONAL,


systemType



[46] SystemType OPTIONAL,


rateIndication


[47] RateIndication OPTIONAL,


locationRoutNum


[48] LocationRoutingNumber OPTIONAL,


lrnSoInd



[49] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[50] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[51] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[52] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[53] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType

[54] PartialRecordType OPTIONAL,


guaranteedBitRate

[55] GuaranteedBitRate OPTIONAL,


maximumBitRate


[56] MaximumBitRate OPTIONAL,


reasonForServiceChange
[57] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator
[58] BOOLEAN OPTIONAL,

    QualifiedLocation       [59] LocationArea OPTIONAL
}

	Next Modified Section


MOSMSRecord



::= SET

{


recordType



[0] RecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] MSISDN OPTIONAL,


msClassmark



[4] Classmark,


serviceCentre


[5] AddressString,


recordingEntity


[6] RecordingEntity,


location



[7] LocationAreaAndCell OPTIONAL,


messageReference

[8] MessageReference,


originationTime


[9] TimeStamp,


smsResult



[10] SMSResult OPTIONAL,


recordExtensions

[11] ManagementExtensions OPTIONAL,


destinationNumber

[12] SmsTpDestinationNumber OPTIONAL,


cAMELSMSInformation

[13] CAMELSMSInformation OPTIONAL,


systemType



[14] SystemType OPTIONAL,

    QualifiedLocation       [15] LocationArea OPTIONAL
}

MTSMSRecord



::= SET

{


recordType



[0] RecordType,


serviceCentre


[1] AddressString,


servedIMSI



[2] IMSI,


servedIMEI



[3] IMEI OPTIONAL,


servedMSISDN


[4] MSISDN OPTIONAL,


msClassmark



[5] Classmark,


recordingEntity


[6] RecordingEntity,


location



[7] LocationAreaAndCell OPTIONAL,


deliveryTime


[8] TimeStamp,


smsResult



[9] SMSResult OPTIONAL,


recordExtensions

[10] ManagementExtensions OPTIONAL,


systemType



[11] SystemType OPTIONAL,


cAMELSMSInformation

[12] CAMELSMSInformation OPTIONAL,

    QualifiedLocation       [13] LocationArea OPTIONAL
}

	Next Modified Section


SSActionRecord


::= SET

{


recordType


[0] RecordType,


servedIMSI


[1] IMSI,


servedIMEI


[2] IMEI OPTIONAL,


servedMSISDN

[3] MSISDN OPTIONAL,


msClassmark


[4] Classmark,


recordingEntity

[5] RecordingEntity,


location


[6] LocationAreaAndCell OPTIONAL,


basicServices

[7] BasicServices OPTIONAL,


supplService

[8] SS-Code OPTIONAL,


ssAction


[9] SSActionType OPTIONAL,


ssActionTime

[10] TimeStamp,


ssParameters

[11] SSParameters OPTIONAL,


ssActionResult

[12] SSActionResult OPTIONAL,


callReference

[13] CallReference,


recordExtensions
[14] ManagementExtensions OPTIONAL,


systemType


[15] SystemType OPTIONAL,

    QualifiedLocation   [16] LocationArea OPTIONAL
}
	Next Modified Section


LocUpdateVLRRecord 

::= SET

{


recordType



[0] RecordType,


servedIMSI



[1] IMSI,


servedMSISDN


[2] MSISDN OPTIONAL,


recordingEntity


[3] RecordingEntity,


oldLocation



[4] Location-info OPTIONAL,


newLocation



[5] Location-info,


msClassmark



[6] Classmark,


updateTime



[7] TimeStamp,


updateResult


[8] LocUpdResult OPTIONAL,


recordExtensions

[9] ManagementExtensions OPTIONAL,

    QualifiedLocation       [10] LocationArea OPTIONAL
}

	End of modifications
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