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1
Decision/action requested

Agree and capture the mapping of 3GPP use cases to NGMN use cases for LTE SON in the TR 32.816
2
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3
Rationale

As agreed at the previous meeting, it is required to add the mapping information between 3GPP SA5 use cases to NGMN use cases for LTE SON.
4 Detailed proposal
It is proposed to add the following mapping information between 3GPP SA5 use cases to NGMN use cases for LTE SON in the annex of TR32.816.
	SON use cases in TR 32.816
	SON use cases defined in NGMN
	Comments

	Establishment of new eNodeB in network
	D01 Hardware Installation

D02 Network authentication
D03 Software Installation
D04 Transport Parameter Setup
D05 Radio Parameter Setup
D06 Testing
	The 3GPP use case “Establishment of new eNodeB in network” relates to NGMN use cases applicable in network deployment phase.

	Optimisation of the neighbourhood list
	O01 Radio Parameter Optimisation: Neighbour cell list optimization
	

	Coverage and capacity optimisation
	
O02 Radio Parameter Optimisation: Interference Control

	The 3GPP use case “coverage and capacity optimisation” relates to NGMN use cases applicable in network planning phase and optimization phase.

	Optimisation of parameter due to trouble shooting
	Ops06 Performance Management in real time

Ops07 Direct KPI reporting in real time

Ops08 Information Correlation for Fault Management

Ops09 Subscriber and Equipment trace
Ops10 Cell outage Compensation
Ops11 Compensation for Outage of higher level network elements
Ops12 Fast recovery on instable NEM system
Ops13 Mitigation of outage of units
	The 3GPP use case “Optimisation of parameter due to trouble shooting” relates to several NGMN use cases in network optimization phase.
Ops6 to Ops9 NGMN use cases are used to collect information for troubleshooting.
Ops10 to Ops13 NGMN use cases are used to take action on system recovery. 

	Continuous optimisation due to dynamic changes in the network (like traffic variation)
	O01 Radio Parameter Optimisation: Neighbour cell list optimization
O02 Radio Parameter Optimisation: Interference Control
O03 Radio Parameter Optimisation: HO parameterization optimization
O04 Radio Parameter Optimisation: QoS related parameter optimization
O08  
Reduction of Energy Consumption
Ops06 Performance Management in real time

Ops07 Direct KPI reporting in real time
	The 3GPP use case “Continuous optimisation due to dynamic changes in the network” relates to several NGMN use cases on continuously online optimization.

	
	
	

	Handover Optimisation
	O03 Radio Parameter Optimisation: HO parameterization optimization
	

	QoS related radio parameters optimization
	O04 Radio Parameter Optimisation: QoS related parameter optimization
	

	MBMS network Optimization
	
	No related NGMN use case

	
	P01 NodeB Location

P02  
NodeB Hardware

P03  
Automatic Generation of Radio Parameters

P04  
Planning of transport parameters of a new eNodeB

P05  
Planning of security Node, aGW and OMC
O05  
Radio Parameter Optimisation: Optimization Scenarios with Home BTS/Pico BTS

O06  
Transport Parameter Optimisation: Routing Optimisation

O07  
Transport Parameter Optimisation: Optimization Scenarios with Home BTS/Pico BTS


Ops01  
Hardware / Capacity extension

Ops02  
Autonomous Inventory

Ops03  
Automatic SW Download to eNodeB

Ops04  
Automated NEM upgrade

Ops05  
Cell outage detection
	No related SA5 use case









































