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1
Decision/action requested

Discuss the proposed attributes definitions for MME and document the agreed part into the draft TS32.752.
2
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[1]
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[2]
3GPP TS 23.401: "Technical Specification Group Services and System Aspects; General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[3]
3GPP TS 23.003: " Technical Specification Group Core Network and Terminals; Numbering, addressing and identification".
[4] 3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)".

[5] 3GPP TS 32.662: "Telecommunication management; Configuration Management (CM); Kernel CM; Information service (IS)".

3 Rationale
It’s important to define MME Object Attributes. Defining MME attributes will help operator to modify the MME attributes when needed. This contribution lists generic MME attributes as a start of EPC NRM.
4
Detailed proposal

Text Proposal for TR 32.752
It is proposed to add the following into the Draft TS 32.752.
6.3.2 
MmeFunction
6.3.2.1
Definition

This IOC represents MME functionality. For more information about the MME, see 3GPP TS 23.401  [2]. 

6.3.2.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	userLabel
	M
	M
	M

	pLMNList
	M
	M
	M

	
	
	
	

	
	
	
	

	mMEC
	M
	M
	M

	
	
	
	

	sGWAddress
	CM
	M
	M

	sGSNAddress
	CM
	M
	M


6.3.2.3
Attribute constraints
The attribute sGWAddress is conditional mandatory (CM). When the MME using DNS for SGW IP address query, it is not needed, otherwise, it is mandatory. 
The attribute sGSNAddress is conditional mandatory (CM). When the MME using DNS for SGSN IP address query, it is not needed, otherwise, it is mandatory. 


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


6.5
Information attribute definitions

6.5.1
Definition and legal values
	Attribute Name
	Definition
	Legal Values

	
	

	

	mMEC
	MME Identifier (MMEI) is constructed from an MME Group ID (MMEGI)  and an MME Code (MMEC). The mmec is unique within the MME pool area and, if overlapping pool areas are in use, unique within the area of overlapping MME pools. (Ref. 3GPP TS 23.401[2])
	

	
	
	

	
	
	

	pLMNList
	It is a list of plmn-id, plmn-id= Mobile Country Codes (MCC)|| Mobile Network Codes(MNC) (Ref. 3GPP TS 23.003[3]).
	

	sGWAddress
	It is the Serving GW address, used to select the Serving GW. ( Ref.3GPP TS 23.401[2])
	

	sGSNAddress
	It is the SGSN address, used to select SGSN for handovers to 2G or 3G 3GPP access networks. ( Ref.3GPP TS 23.401[2])
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