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1
Decision/action requested

Agree on inclusion of the proposed material into draft 32.sc0 and 32.cc2
2
References

Draft 32.sc0 V0.1.1 Self-Establishment of eNodeBs; concept and requirements
Draft 32.cc2 V0.1.1 Self-Establishment of eNodeBs; stage 2 descriptions
3
Rationale

The requirements related to several functional blocs of Self-Configuration need further refinement/additions. These are proposed in this document.
For the same purpose regarding monitoring and management of the self-configuration and software download there is another contribution.
We propose the following additional refinements/additions to the requirements: 

6.5.2.3
Address Allocation and OAM Connectivity Establishment
Currently:

REQ_SC_AA_OCE_1
 The OAM connectivity (incl. the IP address allocation) shall be established in a fully automated manner.

Addition:

REQ_SC_AA_OCE_2

The actor at NM level should be informed that the eNB has reached OAM connectivity. 

Remark: This requirement is similar to REQ_SC_MON_2.2
6.5.2.6
Radio Configuration Data
Currently:

REQ_SC_RCD_1 
The radio configuration data should be made available to the eNodeB as part of the self-configuration process.
Addition:

REQ_SC_RCD_2

The actor at NM level should be able to retrieve the information that the eNB has received the Radio Configuration Data.

Remark: This requirement is similar to REQ_SC_MON_2.3
6.5.2.7
Transport Configuration Data
Currently:

REQ_SC_TCD_1 
The transport configuration data shall be made available to the eNodeB as part of the self-configuration process.
Addition:

REQ_SC_TCD_2
The actor at NM level should be able to retrieve the information that the eNB has received the Transport Configuration Data. 
Remark: This requirement is similar to REQ_SC_MON_2.3
This leads to the following stage 2 descriptions:

From REQ_SC_AA_OCE_2: See other contribution about requrirements for managing and monitoring of SC. 

From REQ_SC_RCD_2: See other contribution about requrirements for managing and monitoring of SC. 

From REQ_SC_TCD_2: See other contribution about requrirements for managing and monitoring of SC. 

Additional stage 2 material from 6.5.2.4
Inventory Update

REQ_SC_IU_1 
Inventory information about the new equipment shall be reported to the actor at NM level as part of the self-configuration process.
REQ_SC_IU_2 
For reporting the inventory information to the NM level existing capabilities shall be reused as much as possible.
Re-use of Inventory Management IRP NRM (32.69n)

To fulfil these requirements Inventory Management IRP NRM (32.69n) should be used.
4
Detailed proposal

The following changes are proposed for draft TS 32.sc0.

Add requirements REQ_SC_AA_OCE_2, REQ_SC_RCD_2, REQ_SC_TCD_2 , see above, at the appropriate places.
The following changes are proposed for draft TS 32.cc2:
	1st Modified/New Section


4.1
Inventory Update

4.1.1
Usage of Itf-N

4.1.1.1
Usage of Inventory Management IRP NRM (32.69n)
The Inventory Management NRM IRP shall be used.
	End of modifications
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