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1
Decision/action requested

- SA5 is asked to discuss and agree to update TR32.821 based on this CR-like contribution.

2
References
TR32.821 v0.2.4

3 Rationale
It was agreed to categorize Home NodeB OAM requirements into business level and specification level.

This document is to address specification level requirements for Home NodeB Performance Management.

4
Detailed proposal

See next page.
6.2.2
Performance Management

6.2.2.1
Performance Management method

The Home NodeB should support Performance Management so that the operator can evaluate the performance of a mobile network with Home NodeBs. Since the number of Home NodeBs in a mobile network can be very large, Home NodeB sends performance data only on demand of DM in order to avoid congestion of the DM by performance data transmission. 
For each Home NodeB, the detailed requirements for performance data passive collection are as follows:

1. Whether there is OAM connection or not, the Home NodeB always generates measurement data due to its policy.
2. The Operator’s Home NodeB measurement policy should be set in the DM.
3. The Home NodeB should report measurement data on demand of DM.

4. The DM for Home NodeB should support PMIRP over Itf-N 
Editor's Note:
“on demand of DM” doesn’t mean Home NodeB has permanent connection with DM.
6.2.2.2
Performance Data (KPI & counter)

For each Home NodeB, DM shall be able to collect performance data to enable to evaluate Home NodeB performance.
Editor's Note:
Concrete KPIs & counters are FFS

