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1
Decision/action requested

- SA5 is asked to discuss and agree to update TR32.821 based on this CR-like contribution.

2
References
TR32.821 v0.2.4

3 Rationale
It was agreed to categorize Home NodeB OAM requirements into business level and specification level.

This document is to address specification level requirements for Home NodeB Configuration Management.

4
Detailed proposal

See next page.
6.2
OAM Specification level Requirements of Home NodeB

6.2.1
Configuration Management

6.2.1.1
Installation
The Home NodeB shall support Configuration Management so that it can be automatically configured to provide mobile service on initial power-up and connection to the mobile network. 

For each Home NodeB, the detailed requirements for Self-Configuration are as follows:

1. IRPManager should be able to set Home NodeB Self- Configuration policy to allow IRPAgent to automatically initialize Home NodeB.
2. The Home NodeB should be able to establish a secured link with the “mobile OAM network” according to network operator security policy. The way how security information is provided to the Home NodeB is out of scope of this document.
3. Home NodeB should possess minimum information to automatically discover the transport layer address of theIRPManager
4. Both DM and Home NodeB should be able to initiate software download and activation of Home NodeB.

5. DM should be able to initiate provisioning of transport resources for Home NodeB in order to establish signalling links with PLMN (subject to definite agreement on architecture).
6. DM should provide Home NodeB with radio network specific information to allow Home NodeB to automatically configure to an operable state. In order for DM to provide correct radio resources to Home NodeB, DM should be provided radio parameters of the existing radio environment where the Home NodeB is, such as radio parameters of other existing cells.

7. IRPAgent should notify IRPManager when Home NodeB is operational.
Editor’s note: If the Home NodeB has enough information, Home NodeB should not have to contact with DM for self-Configuration.
6.2.1.2
Configuration Data

For each Home NodeB, the following configuration data should be managed by the corresponding DM:

1. Operator’s pre-set policy regarding SON functionality
2. Transport parameters
3. Radio parameters

Editor's Note:
Concrete data are FFS

6.2.1.3
Remote control

1. DM shall be able to reboot Home NodeB.

2. DM shall be able to take Home NodeB out of service.

3. The DM shall be able to modify/change the Home NB configuration.
