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1
Decision/action requested

The group is asked to discuss the proposed attributes definitions for external UTRAN cell FDD and document the agreed part into the draft TS32.762.
2
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3 Rationale
This contribution lists external utran cell attributes.
Many CM parameters are signaled in the Radio Access Network. It is proposed that for such parameters, the general working approach in SA5 should be to follow the RAN Signaling TS, e.g. TS36.331[7] (RRC), TS36.413[9] (S1 AP), 36.423 [10](X2 AP).
4
Detailed proposal

Text Proposal for TR 32.762
It is proposed to add the following into the Draft TS 32.762.
6.3.X 
ExternalUtranCellFDD
6.3.X.1
Definition

This IOC represents the common properties of external UTRAN cell FDD. 

6.3.X.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	userLabel
	M
	M
	M

	utra-CellIdentity
	M
	M
	M

	primaryScrambingCode
	M
	M
	M

	uarfcnDl
	M
	M
	M

	uarfcnUl
	M
	M
	M

	rncId
	M
	M
	M

	lac
	M
	M
	M

	rac
	M
	M
	M


6.3.9.3
Attribute Constraints

6.3.9.4
Notifications

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	


6.5
Information attribute definitions

6.5.1
Definition and legal values

The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
	Attribute Name
	Definition
	Legal Values

	utra-CellIdentity
	
	Refer to TS36.331[7]

	primaryScrambingCode
	Primary scrambling code of the UTRA cell
	Refer to TS36.331[7]

	uarfcnDl
	The DL UTRA absolute Radio Frequency Channel number for FDD mode cell, "UARFCN” in Ref. 3GPP TS 25.433 [5].
	Refer to TS36.642[11]

	uarfcnUl
	The UL UTRA absolute Radio Frequency Channel number for FDD mode cell, "UARFCN” in Ref. 3GPP TS 25.433 [5].
	Refer to TS36.642[11]

	rncId
	IOC ExternalUtranGenericCell and ExternalRncFunction:

Unique RNC ID for the associated RNC, "RNC Id" in Ref. 3GPP TS 23.003 [3].

IOC RncFunction:

Unique RNC ID, "RNC Id" in Ref. 3GPP TS 23.003 [3].
	Refer to TS32.642[11]

	lac
	Location Area Code, "LAC" in Ref. 3GPP TS 23.003 [3].
	

	rac
	Routing Area Code, "RAC” in Ref. 3GPP TS 23.003 [3].
	Refer to TS32.642[11]
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