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3.2
Symbols

For the purposes of the present document the following symbols apply:

A
Interface between an MSC and a BSC.

Bp
Reference point for the CDR file transfer from the Packet Switched CGF to the BD.

C
Interface between a HLR and a SMSC.

D
Interface between a MSC and a HLR.

E
Interface between a MSC and a SMSC.

Ga
Reference point between a CDF and the CGF for CDR transfer.

Gb
Interface between an SGSN and a BSC.

Gc
Interface between an GGSN and an HLR.

Gd
Interface between an SMS-GMSC and an SGSN, and between a SMS-IWMSC and an SGSN.

Ge
Interface between a SGSN and a CAMEL GSM SCF

Gf
Interface between an SGSN and an EIR.

Gi
Interface between the Packet-Switched domain and an external packet data network.

Gn
Interface between two GSNs within the same PLMN.

Gp
Interface between two GSNs in different PLMNs.

Gr
Interface between an SGSN and an HLR.

Gs
Interface between an SGSN and an MSC/VLR.Iu
Interface between the 3G SGSN and the UTRAN

Gy
Online charging reference point between a PCEF and an OCS.

Gz
Offline charging reference point between a PCEF and a CGF.
kbit/s
Kilobits per second. 1 kbit/s = 210 bits per second.

Mbit/s
Megabits per second. 1 Mbit/s = 220 bits per second.

R
Reference point between a non-ISDN compatible TE and MT. Typically this reference point supports a standard serial interface.

Ro
Online Charging Reference Point between a 3G network element and the OCS.

Um
Interface between the Mobile Station (MS) and the GSM fixed network part.

Uu
Interface between the Mobile Station (MS) and the UMTS fixed network part.

	End of modifications
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