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1. Overall Description:

3GPP SA5 we would like to thank 3GPP2 for its continuous efforts for aligning both specification works. 
SA5 replies below to the 5 topics in 3GPP2 TSG Correspondence (30 Aug 2007) "A number of 3GPP SA5 R7 items".
2. Response:

Topic 1:

· We recognize that once the manager reference is known by an entity, that entity can invoke operations on behalf of the manager being referenced and as a consequence, poses a security risk.  Our thinking here is that security risk should not be a reason for removing the manager reference from operations/notifications.  If security is of concern, the parties involved can/should use the security services defined in Security IRP to secure transactions across Itf-N.  In that secured Itf-N environment, the presence of manager reference in the notifications would/should not pose the risk you mentioned.  

Topic 2:

· We acknowledge the two different possible sets of granularity periods defined in 3GPP R7 TS 32.401 and 3GPP R7 TS 32.41X.  We will have Action Point (AP) to update the 3GPP R7 TS 32.401 so that the granularity periods defined there would be identical to that defined in TS 32.41X.  
· We would like to point out that the 3GPP PM IRP operations/notifications would/should support the whole range of Granularity Periods (GPs) as specified in TS 32.41X.  However, PM IRP operations/notifications support of such wide range of GPs does not mean all or any defined measurement types must support such wide range of GP.  We suggest that in the case a specific measurement type would not support such GP range, then, in the individual measurement type definition section, the restricted GP range should be specified.  We will have an AP to update the Template for measurement type such that, on per measurement type basis, the restricted GP range can be specified. 
· We recognize that there is a need to specify the behaviour of a measurement type in case its value overflows.  We will have an AP to investigate this matter and provide resolution.  
Topic 3:

· We acknowledge your request.  We have an AP to remove 3GPP SA5 specific information from Trace Management IRP to facilitate reuse by other organizations, such as yours. 

Topic 4:

· We recognize the problem you mentioned re XSD of Delta Synchronization IRP.  We have an AP to resolve the issue.
· We have an AP to update the Delta Synchronization IRP such that a notifyObjectDeleted will be emitted when a delta synchronization point object is deleted.

Topic 5:

· The objects defined in Partial Suspension of Itf-N IRP are not intended to be read or written into by Basic CM IRP and Bulk CM IRP.  

· Related to the above, please note that only objects, whose IOCs are defined in NRM IRP such as UTRAN NRM IRP, are accessible by Basic CM IRP and Bulk CM IRP.

3. Actions:

None
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