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1
Decision/action requested

To agree to add the proposed requirements of Self-healing into the TR.
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)
[1]
d32.823 Study on Self-healing of SON v0.2.0
3
Rationale

(with bullet points, the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

LTE will be a multi-vendor system, from the point of view of different vendor, the alarms which can be self-healed may be different, and the related recovery actions also may be different.  To let the Self-healing function fulfil the multi-vendor requirement, it is necessary to provide the configurability of the monitored alarms and the self-healing actions.
On the other hand, before the Self-healing feature is assessed as reliable enough, the operator may want to stay in control of it. A reasonable way is to give the operator the possibility to confirm the recovery action before it is really executed.
Next section proposes the related requirements.
4 Detailed proposal
It is proposed to add the following requirements into the TR 32.823:
************ Beginning of proposed text ************
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Requirements of Self-healing
6.1 Business requirements

REQ_SH_CON_001 The IRP Manager shall be able to configure the monitored alarms and the self-healing actions.
REQ_SH_CON_002 It shall be possible for the recovery actions to be confirmed before it is really executed.
************ End of proposed text ************
