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1
Decision/action requested

The group is asked to discuss the proposed management requirements for self-configuration process and introduce the agreed part into the draft TS 32.501
2
References
[1]
3GPP TS 32.501: "Telecommunication management; Self Establishment of eNodeBs (SEe); Concepts and Requirements (Release 8)"
3 Rationale
The operator needs to manage and monitor the self configuration process for designated eNodeBs as described below.
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1. Operator may suspend the self-configuration process when needed
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2. Operator may resume the eNodeB self-configuration process when needed
For example:
(1) The operator wants to resume the software activation process for some eNodeBs according to the network upgrade plan.
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(2) When abnormal termination of the process happened for one eNodeB, the operator may need to resume the process for this eNodeB after the problem is solved.
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3. Operator may query the eNodeB’s next step of self-configuration process
For example:
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4. Operator may terminate the eNodeB self-configuration process when needed
For example, the operator may need to terminate the process for one eNodeB which acts abnormally during the self‑configuration process.
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4
Detailed proposal

Text Proposal for TS 32.501
6.5.2.1
Self-Configuration Management and Monitoring

6.5.2.1.1
Management Part

REQ_SCMGT_FUN_1
 It shall be possible for IRPManager to query one or multiple eNodeB’s next self-configuration step
REQ_SCMGT_FUN_2
 It shall be possible for IRPManager to suspend one or multiple eNodeB’s self-configuration process
REQ_SCMGT_FUN_3
 It shall be possible for IRPManager to resume one or multiple eNodeB’s self-configuration process
REQ_SCMGT_FUN_4 It shall be possible for IRPManager to terminate one or multiple eNodeB’s self-configuration process
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When link is recovered, “resumeNEScProcess” can be used to trigger only eNodeB-1 to continue the self-configuration process
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