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1
Decision/action requested

The group is asked to discuss the proposed attributes definitions for E-UTRAN GENERIC CELL and document the agreed part into the draft TS32.762.
2
References
3 Rationale
The Access Barring Information attributes are needed for operator to manage the access barring for cells in a multi-vendor environment.
4
Detailed proposal

Text Proposal for TR 32.762
It is proposed to add the following into the Draft TS 32.762.
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2 References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 23.003: "Numbering, addressing and identification".

[4]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[5]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".
[6]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".
[7]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP) Information Service (IS)".
[8]
3GPP TS 32.612: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)".
[9]
3GPP TS 36.331: "Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource Control (RRC);Protocol specification".
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6.3.X 
EutranGenericCell

6.3.X.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	Id
	M
	M
	-

	userLabel
	M
	M
	M

	physicalCellIdentity
	M
	M
	M

	cellIdentity
	M
	M
	M

	cellType
	M
	M
	-

	numberOfTransmitAntennas
	M
	M
	M

	numberOfReceiveAntennas
	M
	M
	M

	plmnIdList
	M
	M
	M

	Tac
	M
	M
	M

	frequencyBand
	M
	M
	M

	accessBarringforEmergencyCalls
	O
	M
	M

	accessBarringForSignallingAccessProbabilityFactor
	O
	M
	M

	accessBarringForSignallingAccessBarringTime
	O
	M
	M

	accessBarringForSignallingAccessClassBarringList
	O
	M
	M

	accessBarringForOriginatingCallsAccessProbabilityFactor
	O
	M
	M

	accessBarringForOriginatingCallsAccessBarringTime
	O
	M
	M

	accessBarringForOriginatingCallsAccessClassBarringList
	O
	M
	M
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6.5
Information attribute definitions

6.5.1
Definition and legal values

The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
	Attribute Name
	Definition
	Legal Values

	
	
	

	
	
	Type: Numeric value

Range:  (-22..+5 dB)

Steps of 1dB

	
	
	

	
	
	An integral value representing a number of meters in 0.1 meter increments.

	
	
	Type: Numeric value

Range:  (-35..+15 dB)  Steps of 0.1dB

	
	
	A single integral value corresponding to an angle in degrees between 0 and 360.

	accessBarringforEmergencyCalls
	Access class barring for AC 10 
	Refer to TS36.331[9]

	accessBarringForSignallingAccessBarringTime
	Access class barring time for the case of mobile originating signalling, Mean access barring time in seconds. 
	Refer to TS36.331[9]

	accessBarringForSignallingAccessClassBarringList
	Access class barring list for the case of mobile originating signalling, Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on.
	Refer to TS36.331[9]

	accessBarringForSignallingAccessProbabilityFactor
	Access probability factor for the case of mobile originating signalling, If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.
	Refer to TS36.331[9]

	accessBarringForOriginatingCallsAccessBarringTime
	Access class barring time for the case of mobile originating calls, Mean access barring time in seconds. 
	Refer to TS36.331[9]

	accessBarringForOriginatingCallsAccessClassBarringList
	Access class barring list for the case of mobile originating calls, Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on.
	Refer to TS36.331[9]

	accessBarringForOriginatingCallsAccessProbabilityFactor
	Access probability factor for the case of mobile originating calls, If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. 
	Refer to TS36.331[9]
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