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1
Decision/action requested

The group is asked to discuss the NRT related issues and the agreed content will be reformatted for inclusion into TS 32.511
2
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3 Rationale
The NRT which was proposed by RAN3 has been discussed in SA5 for several meetings. The NRT was originated by the blacklist and whitelist discussion for HO and X2. 

In this contribution, we would like to discuss the usage of “No HO” and “No X2” flag separately.
3.1 No X2 flag
3.1.1 Discussion

As discussed in SA5 email exploder, the use cases of “No X2” flag are all based on eNodeB Level, while in current NRT, the configuration is at cell level. We doubt on the need to keep the configuration consistency through OAM on cells which are belonging to different eNodeBs. So instead of taking more extra efforts on keeping the configuration consistent, we propose to remove the No X2 flag from the NRT and configure the No X2 flag between eNodeBs. See the diagram illustrated as below:
Current NRT:
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3.1.2 Proposed Modification

Proposed change on NRT and new table for No X2:

1、Neighbor Cell Relation table

Neighbor cell relation   OAM controlled attributes
	NR
	LCI
	TCI
	No Remove
	No HO

	1
	LCI#1
	TCI#1
	
	

	2
	LCI#1
	TCI#2
	
	

	3
	LCI#1
	TCI#3
	
	

	
	
	
	
	


2、eNodeB Relation table

eNodeB relation       OAM controlled attribute

	
	eNB ID
	eNB ID
	No X2

	1
	eNB#1
	eNB#2
	

	2
	eNB#1
	eNB#3
	


4
Detailed proposal

1. It is needed to consider to remove “No X2” flag from NRT and configure “No X2” flag on eNB level, LS may be required to RAN3 regarding this NRT modification.[image: image2.png]
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