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1
Decision/action requested

To agree on KPI s definition for UMTS PDP context activation success rate and switch termination rate.
2
References
S5-071153 SP-070299 WID Key Performance Indicator (KPI)
3
Rationale

According to KPI template of draft specification KPI, KPI related to UMTS PDP context activation success rate and switch termination rate is defined. If detailed proposal is agreed then put in draft specification KPI.
4 Detailed proposal
Detailed proposals are as following.

7
Accessibility KPI
[…] 
7.6 UMTS PDP Context Activation Success Rate
Use case: it is necessary to evaluate PS service accessibility provided by UMTS and network performance to support GPRS service. This KPI is focusing on network and user view.
a) UMTS PDP context activation success rate.

b) This KPI describes the ratio of the number of successfully performed PDP context activation procedures to the number of attempted PDP context activation procedures for UMTS PS core network and is used to evaluate service accessibility provided by UMTS and network performance to provide GPRS.

c) This KPI is obtained by successful successful PDP context activation procedures initiated by MS divided by attempted PDP context activation procedures initiated by MS.
d) 
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e) SM.AttActPdpContext, SM.SuccActPdpContext (See in TS 32.406).
f) PS core.
g) Accessibility.
h) Percentage.
i) RATIO.
7.7 UMTS Switched call success Rate
Use case: it is necessary to evaluate performance of switching system call termination. If the call termination performance is low, call drop rate will be increased. This KPI is focusing on network and user view.
a) MSC-S switched call Success rate.

b) This KPI describes the ratio of the number of successful calls for MSC-S terminating traffic and successful incoming calls from a given MSC-S to the number of attempted calls for MSC-S acknowledged for originating traffic and incoming calls from MSC-S. it is used to evaluate network performance to termination.

c) This KPI is obtained by successful calls for MSC-S terminating and incoming traffic from a given MSC-S divided by attempted calls for MSC-S originating calls and incoming calls .
d) 
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Note: it is combined for UMTS and GSM.
e) CC.AttOrigiCalls, CC.AttIncCalls, CC.SuccTermiCalls, CC.SuccIncCalls (See in TS 32.407).
f) CS core.
g) Accessibility.
h) Percentage.
i) RATIO.
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