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Decision/action requested

To agree on proposal forTS 32.425 E-UTRAN measurements
2
References
SP-080062 WT WID on E-UTRAN Performance measurements (EPC-OAM) 
S5-081125 use case for handover related measurements for EUTRAN
3
Rationale

According to E-UTRAN measurements draft skeletion and following definition method of exitsted measurements for EPS, handover related measurements for intra-eNodeB inter E-UTRAN Cell are proposed. If detailed proposal is agreed then put in draft specification.
4 Detailed proposal
Detailed proposals are as following.

4.3
Handover related measurements
[…]
4.3.3
Outgoing intra-eNodeB inter E-UTRAN Cell handover

4.3.3.1

Attempted outgoing intra-eNodeB inter E-UTRAN Cell handover
a) This measurement provides the number of attempted outgoing intra-eNodeB inter E-UTRAN Cell handover.
b) CC.

c) Transmission of message RRC CONNECTION RECONFIGURATION from eNodeB to UE, indicating the attempt of an outgoing intra-eNodeB inter E-UTRAN cell handover (see TS36.331).

d) A single integer value.

e) HO.AttOutIntraeNBInterEutranCell
f) EutranCell
g) Valid for packet switched traffic.

h) EPS.

4.3.3.2
Successful outgoing intra-eNodeB inter E-UTRAN Cell handover
a) This measurement provides the number of successful outgoing intra-eNodeB inter E-UTRAN Cell handovers.

b) CC

c) Receipt of RRC CONNECTION RECONFIGURATIONCOMPLETE from eNodeB to UE, indicating a successful outgoing intra-eNodeB inter E-UTRAN cell handover (see TS36.331).
d) A single integer value.

e) HO.SuccOutIntraeNBInterEutranCell
f) EutranCell
g) Valid for packet switched traffic.

h) EPS.

4.3.3.3
Failed outgoing intra-eNodeB inter E-UTRAN Cell handovers
a) This measurement provides the number of failed outgoing intra-eNodeB inter E-UTRAN Cell handovers per cause.

b) CC

c) Receipt of message RRC CONNECTION REESTABLISHMENT from eNodeB to UE, or RRC CONNECTION RECONFIGURATIONCOMPLETE not received by the source cell is added to the measurement cause 'No Reply' (See TS36.331).

The sum of all supported per cause measurements shall equal the total number of failed events. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.

e) HO.FailOutIntraeNBInterEutranCell.Cause 
where Cause identifies the failure cause.
The cause 'No Reply' is identified by the .NoReply suffix.

f) EutranCell
g) Valid for packet switched traffic.

h) EPS.
