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1
Decision/action requested

This contribution is expected to be discussed and agreed.

If the content of this document is agreed by SA5, it will be merged into 3G Home NodeB Gateway OAM&P; Concepts and Requirements TS draft.
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)
None

3
Rationale

(with bullet points, the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

This document contains technical proposal on requirements for HNB GW performance management.
4
Detailed proposal

4.1       Requirements for HNB GW Performance Management
The HNB-GW shall support performance management so that the operator can evaluate the performance of this part of the mobile network. Both active and passive performance data collection methods should be supported.

In order to maintain the performance of the HNB-GW, the IRPManager at Network Manager Level shall be able to query the load information of the HNB-GW. Depending on the level of HNB-GW load, the IRPManager shall be able to trigger the Operator policy for load balancing of HNB-GWs.

For each HNB-GW, the following performance data shall be managed:

1)
The HNB-GW OAM shall extract throughput and load information from each HNB-GW in order to enable load balancing between HNB-GWs. 

2)
HNB-GW OAM shall collect performance data related to each HNB associated with a HNB-GW, irrespective of the operator domain in which the HNB resides.

