Trace session

2115r1 Add requirements regarding Trace Recording Session activation failure report to 32.421 
ALU: The NE does not need to do the notification: Moto: Agree. 
NSN: TRS may not start due to the at the criteria is not met, so the text is not really relevant. 
Ericsson: What reason exist for not propagating the Trace Session? NSN: Why is this needed? Moto: A separate message can be used for trace propagatiion, which cannot be propagated. 
First requirement is agreed, if the removal of NE is done. 
Second requirement is not agreed. 
To be updated to xxxx. 

2116r1 Enhance the XML schema to support the Trace failure report in 32.423 
NSN: A notificaiton is already defined in Trace IRP. If a TRS is not started, how can a trace record be created? Moto: The trace can be initiated by EM. 
Ericsson and NSN: This solution is not acceptable, as it is not following the solution in Rel-7. Moto: Rel-7 solution does not support that the Trace Collection Entity is placed outside the NMS. NSN and Ericsson: We would like to reuse the Rel-7 solution even if the TCE is placed outside the NMS.
More discussion is needed. 

S5-082143 Adding EPS related modifications to Trace IRP XML schema 
Agreed. 

S5-082178 Introduction of EPS in Trace IRP 
No comments. New document is provided S5-082397, which had competed the unfinished parts of S5-082178. 
Moto: The notification should not be part of Trace IRP. Ericsson: What we propose is to have a notificaiton over Itf-N for the case that the Trace Collection Entity. is placed in the NMS. In this contribution we do not say anything about the case that the TCE is placed outside the NMS, as it is not included in the IS.
S5-082397 is agreed. This is a package with the CR to the IS agreed in last meeting and with S5-082143. 

S5-082395 Exception sheet. 
Affected specs should have all specs included in the WI. 
Feature and GERAN should not be marked. 
To be updated to r1. 

