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1
Decision/action requested

The group is asked to discuss the proposed new attribute to E-URAN GENERIC CELL and document the agreed part into the draft TS32.762
2
References
[1]

R3-082359
LS on Configuring a list of PCI, RAN3
[2]

Draft TS32.500 Section 6.1.7
[3] 

S5-082074 Options to Manage PCI Assignment
3 Rationale
In [1], RAN3 asked SA5 to define the requirements for OAM support for centralized and distributed Physical Cell ID assignment. In [2], SA5 agreed to the requirements on PCI assignment. In [3], different options to implement these requirements in appropriate IRP IS were discussed. In this contribution we propose to use NRM IRP approach discussed in [3] and add pciList attribute to the EUTRAN Generic Cell Object to model the list of PCIs configured by OAM. Consequently, the list of PCIs will be configured using CM IRP operations. When the PCI is assigned from the list, Attribute Value Change notification will be sent by IRPAgent. Therefore, no new operations will be defined to support the configuration of the PCI list.  
4
Detailed proposal

Text Proposal for TR 32.762
It is proposed to add the following into the Draft TS 32.762.
	1st Modified Section


 2   References
[11]
3GPP TS 36.500: " Technical Specification Group Services and Systems Aspects; Telecommunications Management; Self-Organising Networks (SON); Concepts and Requirements (Release 8)"
	1st Modified End


	2nd Modified Section


6.3.2.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	pciList
	O
	M
	M


	2nd Modified Section End


	3rd Modified Section


6.5.1
Definition and legal values

6.5.1.1 Table: XXX
	Attribute Name
	Definition
	Legal Values

	pciList
	List of cell-specific distinct physical cell identities that can be assigned to the physicalCellIdentity attribute by eNB if Distributed Physical Cell Identity Assignment is used (see TS 36.300 [10] and TS 32.500 [11]). This attribute shall be supported if and only if the Distributed PCI Assignment is supported.
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	3rd Modified Section End
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