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	1st Modified Section


4.1.4
Alarm forwarding and filtering

As soon as an alarm is entered into or removed from the active alarms list Alarm notifications shall be forwarded by the NE, in the form of unsolicited notifications;

If forwarding is not possible at this time, e.g. due to communication breakdown, then the notifications shall be sent as soon as the communication capability has been restored. The storage space is limited. The storage capacity is Operator and implementation dependent. If the number of delayed notifications exceeds the storage space then an alarm synchronization procedure shall be run when the communication capability has been restored.

The OS shall detect the communication failures that prevent the reception of alarms and raise an appropriate alarm to the operator.

If the N interface is implemented in the NE, then the destination of the notifications is the NM, and the interface shall comply with the stipulations made in clause 5. If the N interface resides in the EM, proprietary means may be employed to forward the notifications to the EM. Note that, even if the N interface is implemented in the NE, the EM may still also receive the notifications by one of the above mechanisms. However, the present document does not explicitly require the NEs to support the EM as a second destination.

The event report shall include all information defined for the respective event (see clauses 4.1.1, 4.1.2 and 4.1.3), plus an identification of the NE that generated the report.

The system operator shall be able to allow or suppress alarm reporting for each NE. As a minimum, the following criteria shall be supported for alarm filtering, as shown in the following table:

	Alarm filter matching criteria
	Action on alarms identified by the matching criteria

	The NE that generated the alarm
	Suppress alarms generated from the NE

	The  device/resource/function to which the alarm relates
	Suppress alarms generated from the device/resource/function

	The severity of the alarm
	Suppress all the alarms except the ones with that severity

	The time at which the alarm was detected i.e. the alarm time
	Suppress alarms based on the time provided

	Any combination of the above criteria
	Based on filter condition, a combination of actions mentioned above 


· 
· 
· 
· 
· 
The result of any command to modify the forwarding criteria shall be confirmed by the NE to the requesting operator.

	End of modifications
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