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1
Decision/action requested

To agree on proposal forTS 32.426 EPC measurements
2
References
S5-080623 SP-080061 WT WID on EPC Performance measurements (EPC-OAM) 
3
Rationale

According to EPC measurements draft skeletion and following definition method of exitsted measurements for UMTS, S1 interface related measurements for EPC are proposed. If detailed proposal is agreed then put in draft specification.
4 Detailed proposal
Detailed proposals are as following.

3
Measurement family and abbreviations
3.1
Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration (see TS 32.401 [1]).

The list of families currently used in the present document is as follows:
-
GTP (measurements related to GTP)
4 

5 EPS GTP Measurements
5.1 GTP-U S1
5.1.1 Number of incoming GTP-U data packets on the S1 interface
a) This measurement provides the number of GTP data PDUs which have been accepted and processed by the GTP-U protocol entity on the S1 interface.

b) CC.

c) Reception by the SGW of a GTP data PDU on the S1 interface from the eNodeB.

d) A single integer value.

e) GTP.GtpuIncDataPktS1
f) S1U.
Editor note: the measurement object class definition is pending the completion of TS 32.752. 
g) Valid for packet switching.

h) EPS.

5.1.2 Number of outgoing GTP-U data packets on the S1 interface
a) This measurement provides the number of GTP data PDUs which have been generated by the GTP-U protocol entity on the S1 interface.

b) CC.

c) Transmission by the SGW of a GTP data PDU on the S1 interface to the eNodeB.
d) A single integer value.

e) GTP.GtpuOutDataPktS1
f) S1U.
Editor note: the measurement object class definition is pending the completion of TS 32.752. 
g) Valid for packet switching.

h) EPS.

5.1.3 Number of octets of incoming GTP-U data packets on the S1 interface
a) This measurement provides the byte number of incoming data packets on the S1 interface without the GTP-U header. (unit: KByte)
b) CC.

c) Reception by the SGW of a GTP data PDU on the S1 interface from the eNodeB.

d) A single integer value.

e) GTP.GtpuIncDataOctS1
f) S1U.
Editor note: the measurement object class definition is pending the completion of TS 32.752. 
g) Valid for packet switching.

h) EPS.

5.1.4 Number of octets of outgoing GTP-U data packets on the S1 interface
a) This measurement provides the byte number of outgoing data packets on the S1 interface without the GTP-U header. (unit: KByte)
b) CC.

c) Transmission by the SGW of a GTP data PDU on the S1 interface to the eNodeB.

d) A single integer value.

e) GTP.GtpuOutDataOctS1
f) S1U.
Editor note: the measurement object class definition is pending the completion of TS 32.752. 
g) Valid for packet switching.

h) EPS.

