3GPP TSG-SA5 (Telecom Management)
S5-090513
Meeting SA5#62bis OAM, 14-16 January 2009, Sophia-Antipolis, France
Source:
Ericsson, T-Mobile
Title:
Pseudo CR to TS 32.450 v 1.0.0 
Availability Formula in KPI definition for E-UTRAN
Document for:
Approval

Agenda Item:
5.3 UID_390003 Key Performance Indicators (KPIs) for E-UTRAN
1
Introduction

Objective: Update the definition of the Accessibility KPI in [1] with formulaes.

Summary of change: Update bullet d), e) and j) in section 6.4.1.1
References:

[1] 3GPP TS 32.450 v1.0.0

Key Performance Indicators (KPI) for E-UTRAN: Definitions
[2]3GPP TS 32.425 v0.4.0

Performance measurements E-UTRAN
2
pCR to TS 32.450 v1.0.0
	1st Modified Section


6.4.1
E-UTRAN Cell Availability

6.4.1.1
Definition

a)
E-UTRAN Cell Availability.

b)
A KPI that shows Availability of E-UTRAN Cell. 

c)
Percentage of time that the cell is considered available.

d)
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e)
 RRU.CellUnavailableTime
f)
E-UTRAN 

g)
Availability

h)
Percentage

i)
RATIO

j)
 This KPI does not include the case when there is no power available for eNodeB.
	End of modifications
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