Rapporteur's report from the   UID_370001 Subscriber and Equipment Trace for E-UTRAN and EPC at SA5#62bis

S5-090588 CR R8 EPC signalling activation mechanisms – align with 29.274 and 29.272; Motorola, Vodafone, T-Mobile

(Late)
NSN: In the new figure, the order in PGW ans SGW should be changed, so that the trace is started before the propagation is done.

Ericsson More time is needed for review.
Huawei: Can references to the messages be given? Motorola: Yes.

NSN: For tracing in PGW separate activation for non 3GPP accesses is needed. Motorola: That would be a own CR. 

NSN: Should not trace entity be also IMEISV? Motorola: Yes.

NSN: Latest version of the spec shall be used.

Conclusion: To be updated to S5-090621 to have email approval (due to need from CT4).

S5-090589 CR EPC and E-UTRAN signalling deactivation mechanisms – align with 29.274, 29.272 and 36.413; Motorola, Vodafone, T-Mobile

(Late)

Ericsson: More time is needed.

NSN: Latest version of the spec shall be used.

Conclusion: To be updated to 622 to have email approval (due to need from CT4).
S5-090590 CR R8 EPC and E-UTRAN trace recording session starting mechanisms – align with 36.413, 36.423; Motorola, Vodafone, T-Mobile

(Late)

Huawei: What are the conditions to choose S1-Trace Start message or the S1-Initial Context Setup Request message? Motorola: It depends on whether a S1 connections exist or not. Agreed to be clarified.
Ericsson: More time is needed.

ZTE: Latest version of the spec shall be used.

Conclusion: To be updated to 623 to have email approval (due to need from CT4).
S5-090591 CR R8 Add the missing PGW to EPC trace recording session stopping mechanism; Motorola, Vodafone, T-Mobile

(Late)

Huawei: Should not the deactivation message be sent to other nodes than eNB? NSN: Not needed for this case. It is described in relevant clauses. 

Ericsson: More time is needed.

ZTE: Latest version of the spec shall be used.

Conclusion: To be updated to 624 to have email approval (due to need from CT4).
S5-090592 CR R8 Enhancement of trigger events in 3GPP TS 32.423 – align with 29.274, 29.272; Motorola, Vodafone, T-Mobile

(Late)

Huawei: The CR is towards 32.422, so the file name and the title of the cover page. Editorial change "wong" on Consequences.

NSN: In case of initial attach and tracking area update the start trigger is the attach request, for session setup the start trigger is the create bearer request, however the initial attach and tracking are update procedure contains also the sending of create bearer request, which results that for a simple tracking area update procedure, if both tracking are update and session setup is wanted to be traced, triggers 2 trace recording sessions, which should not be the case.
Ericsson: It shall be clearly indicated what bits shall  be ussed for SGW respective PGW.:  

Ericsson: More time is needed.

ZTE: Latest version of the spec shall be used.

Conclusion: Noted. To be updated to next meeting.
S5-090593 CR R8 refinement of the Trace Reference Motorola, Vodafone, T-Mobile

(Late)

ZTE: Summary of change has an editorial error.

AlcatelLucent: What is EM/DM? How can that solve the problem? As a cell can belong to 6 different PLMNs, the problem is agreed. No solution is found right away as the proposed solution does not work.

Conclusion: Noted. More discussion is needed.
S5-090594 CR Mechnisms for Management activation in E-UTRAN; Motorola, Vodafone, T-Mobile

(Late)

Ericsson: There is a security risk which needs to be resolved, with having the IMSI sent down to the eNB.
NSN: SA3 has responded on a similar question, that they do not agree with having IMSI and such identities in the eNB. Management base activation is covered by Cell Traffic Trace.

Conclusion: Noted.

S5-090595 Discussion paper on Trace failure report Motorola, Vodafone, T-Mobile

(Late)

Ericsson: Why is this useful for to NM1? Motorola: To inform the operator that ordered the trace that a failure has happens. It can be useful for the case that the operator is in contact with the traced entity so that this part can be done. NSN: The solution in S5-090596 does not solve this problem.

It was agreed that the problem statement is not clear.

Conclusion: Noted.  Motorola is asked to come back at next meeting.

S5-090596 CR R8 enhance the XML schema to support failure report in 32 423 Motorola, Vodafone, T-Mobile

(Late)

Withdrawn.

