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Agenda Item:
5.2 UID_390002 Performance measurements for E-UTRAN
1 Introduction
Objective: Agree on new measurements needed to realize the Accessibility KPI . Without these measurements there is a gap in the observability for the Accessibility area between RRC Connection Establishment and the EPS Bearer Establishment.
Summary of change: Add measurements needed to realize the Accessibility KPI in section 4. Add a new measurement family name in section 3.1.
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[1] 3GPP TS 32.450 V1.0.0 - Key Performance Indicators (KPI) for E-UTRAN: Definitions
[2] 3GPP TS 32.425 V0.4.0 - Performance measurements for E-UTRAN
[3] 3GPP TS 36.413 V8.3.0 - S1 Application Protocol (S1AP)
2
pCR to TS 32.425 v 0.4.0
	1st Modified Section


3.1
Measurement family

The measurement names defined in the present document are all beginning with a prefix containing the measurement family name (e.g. RRC.AttConnEstab.Cause). This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration (see TS 32.401 [5]).

The list of families currently used in the present document is as follows:
- RRC (measurements related to Radio Resource Control)
- SAEB (measurements related to SAE Bearer)
- HO (measurements related to Handover)
- S1SIG (measurements related to S1 Signalling)
	End of 1st modification


	2nd Modified Section


4.x 
UE-associated logical S1-connection between eNB and MME

4.x.1 
UE-associated logical S1-connection between eNB and MME Establishment

4.x.1.1 
Number of UE-associated logical S1-connection from eNB to MME Establishment Attempts

a) This measurement provides the number of UE-associated logical S1-connection from eNB to MME establishment attempts.

b) CC

c) Transmission of INITIAL UE MESSAGE by the eNodeB to the MME (See 36.413 [9]). 

d) Each measurement is an integer value.

e) S1SIG.ConnEstabAtt

f) EutranCell

g) Valid for packet switched traffic

h) EPS

i) This measurement is to support the Accessibility KPI “E-UTRAN EPS Bearer Accessibility” defined in TS 32.450
4.x.1.2 
Succesful number of UE-associated logical S1-connection from eNB to MME Establishment attempts

a) This measurement provides the number of successful UE-associated logical S1-connection from eNB to MME establishment attempts.

b) CC

c) Stepped at reception of first message from MME which succeeds INITIAL UE MESSAGE message on an UE-associated logical S1-connection (See 36.413 [9]).
d) Each measurement is an integer value.

e) S1SIG.ConnEstabSucc

f) EutranCell
g) Valid for packet switched traffic

h) EPS

i) This measurement is to support the Accessibility KPI “E-UTRAN EPS Bearer Accessibility” defined in TS 32.450

	End of modifications
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