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1
Decision/action requested

To agree on proposal forTS 32.426 EPC measurements
2
References
[1]

S5-080623 SP-080061 WT WID on EPC Performance measurements (EPC-OAM) 
[2]

TS 32.426: “Performance measurements Evolved Packet Core network (EPC) (Release 8)”
3
Rationale

According to EPC measurements draft skeletion and following definition method of exitsted measurements for UMTS, PDN-GW initiated Dedicated Bearer Modification with QoS update related measurements for EPC are proposed. The use case for PDN-GW initiated Beare Handling is included in Annex.4
  Use case for session related measurements, TS 32.426[2]. It is proposed to agree with the items and put in the draft specification.
4 Detailed proposal
================================Start of 1st Modification==========================
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References
……………………………….
[4]
3GPP TS 29.274: "Evolved General Packet Radio Service (GPRS); Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".
=================================End of 1st Modification==========================

================================Start of 2nd Modification=========================
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Measurements related to the PDN-GW
5.1
Session Management
……………………………….
5.1.x
PDN-GW initiated Dedicated Bearer Modification with QoS update procedure
The three measurement types defined in this clause are subject to the "2 out of 3 approach".
5.1.x.1
Attempted PDN-GW initiated Dedicated Bearer Modification with QoS update procedure
a) This measurement provides the number of attempted PDN-GW initiated Dedicated Bearer Modification with QoS update procedure
b) CC.

c) Transmission of "Update Bearer REQUEST" message From PDN-GW with “Bearer Level QoS” IE (TS 29.274 [4]).

d) A single integer value per measurement type defined in e).

e) SM.AttPGWInitBearerModQoSUpdate.

f) PGWFunction. 
g) Valid for packet switching.

h) EPS.

5.1.x.2
Successful PDN-GW initiated Dedicated Bearer Modification with QoS update procedure
a) This measurement provides the number of successfully performed PDN-GW initiated Dedicated Bearer Modification with QoS update procedures.
b) CC.

c) Receipt of “Update Bearer Response” message by PDN-GW with “Bearer Level QoS” IE in the “Update Bearer Request” message which contains the same EPS Bearer ID (TS 29.274 [4]).
d) A single integer value per measurement type defined in e).

e) SM.SuccPGWInitBearerModQoSUpdate.Cause
Where Cause identifies a successful bearer handling.
f) PGWFunction.
g) Valid for packet switching.

h) EPS.

5.1.x.3
Failed PDN-GW initiated Dedicated Bearer Modification with QoS update procedure
a) This measurement provides the number of failed PDN-GW initiated Dedicated Bearer Modification with QoS update procedures. The measurement is split into subcounters per the reject cause.

b) CC
c) Receipt of “Update Bearer Response” message by PDN-GW with “Bearer Level QoS” IE in the “Update Bearer Request” message which contains the same EPS Bearer ID (TS 29.274 [4]).
d) Each measurement (as defined in e) is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.
e) SM. FailedPGWInitBearerModQoSUpdate.Cause

where Cause identifies the cause of failure.
f) PGWFunction 
g) Valid for packet switching
h) EPS.
================================End of 2nd Modification==========================

