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Decision/action requested

The group is asked to discuss and agree this proposal to revise the attribute of MMEFunction. 
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References

[1]
3GPP TS 32.752-100: "Telecommunication management; Evolved Packet Core (EPC) Network Resource Model (NRM) Integration Reference Point (IRP): Information Service (IS) (Release 8)".
[2]
3GPP TS 23.003-830: "Technical Specification Group Core Network and Terminals; Numbering, addressing and identification (Release 8)".
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Rationale

1) A Mobility Management Entity (MME) within an operator's network is identified using a MME Group ID (MMEGI), and an MME Code (MMEC). See TS 23.003 [2]. The unique identifier of the MME Group is MMEGI, so the attrbitue name “mMEPool” of IOC MMEFunction should be “mMEGI”.
2) The attribute mMEGI is one part of registered users’ GUTI (GUTI=mcc||mnc||MMGI||MMEC||M-TMSI). If the attribute is changed, it may bring up the abnormal service. So the attribute mMEGI of IOC MMEFucntion should not be writable for the IRPManager, the write Qualifier should be “-”.
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Detailed proposal
Text Proposal for TS 32.752

	1st Modified Section


6.3.2
MMEFunction
6.3.2.1
Definition

This IOC represents MME functionality. For more information about the MME, see 3GPP TS 23.401 [9].

6.3.2.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	userLabel
	M
	M
	M

	pLMNIdList
	M
	M
	M

	mMEC
	M
	M
	M

	sGWAddress
	CM
	M
	M

	sGSNAddress
	CM
	M
	M

	mMEGI
	M
	M
	-


Editor’s Note: 
The yellow items are provisional and need to be revisited/agreed before final approval of the TS.
6.3.2.3
Attribute constraints

The attribute sGWAddress is conditional mandatory (CM). When the MME using DNS for SGW IP address query, it is not needed, otherwise, it is mandatory. 

The attribute sGSNAddress is conditional mandatory (CM). When the MME using DNS for SGSN IP address query, it is not needed, otherwise, it is mandatory.
	End of 1st modifications


