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	1st Modified Section


7.1.1
RAB Establishment Success Rate Speech 
a) RAB establishment success rate for speech.

b) This KPI describes the ratio of all successful conversational speech related RAB establishments to conversational speech related RAB establishment attempts for UTRAN network and is used to evaluate speech service accessibility across UTRAN.

c) This KPI is obtained by the number of all successful conversational speech related RAB establishments divided by the total number of attempted conversational speech related RAB establishments.
d) 
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type∈{Conv. <1><1> }
e) CS:
RAB.AttEstabCS.Conv Conv. <1><1>, RAB.SuccEstabCSNoQueuing. Conv. <1><1>, RAB.SuccEstabCSQueuing. Conv. <1><1>
(See in TS 32.405 [2])

 For conversational service Conv. <U><D>, the relevant measurement according to the data rates requested, see TS 25.993 [3] as follows:
uplink<U>:



1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps
downlink<D>: 



1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
f) UTRAN.
g) Accessibility.

h) Percentage.

i) RATIO.

	End of modifications

	2nd Modified Section


A.1.1
Use Case for RAB Establishment Success Rate SPEECH

RAB  Speech provides service such as CS voice call. When CS is successful, it means that UTRAN is ready for a CS speech service access. It is important to evaluate CS speech accessibility across UTRAN. This KPI is focusing on network view.

	End of modifications
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