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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACA
ACcounting Answer

ACR
ACcounting Request

AS
Application Server

ASA
Abort Session Answer

ASR
Abort Session Request

AVP
Attribute Value Pair

CCA
Credit Control Answer

CCR
Credit Control Request

CDF
Charging Data Function

CDR
Charging Data Record

CEA
Capabilities Exchange Answer
CER
Capabilities Exchange Request

CI
Cost-Information

DBPA
Diameter Base Protocol Accounting
DPA
Disconnect Peer Answer

DPR
Disconnect Peer Request

DWA
Device Watchdog Answer
DWR
Device Watchdog Request

ECUR
Event Charging with Unit Reservation

FUI
Final-Unit-Indication

GSU
Granted-Service-Unit
HSGW
HRPD Serving GateWay 
IEC
Immediate Event Charging

IMS
IP Multimedia Subsystem

MSCC
Multiple Services Credit Control

OCS
Online Charging System

RAA
Re-Auth Answer
RAR
Re-Auth Request

SDP
Session Description Protocol

	Next modification


7.2.89
Node-Functionality AVP

The Node-Functionality AVP (AVP code 862) is of type Enumerated and includes the functionality identifier of the node.

The functionality identifier can be one of the following:

S-CSCF
0
P-CSCF
1
I-CSCF
2
MRFC

3
MGCF

4
BGCF

5
AS


6
IBCF

7
S-GW

8
P-GW

9

HSGW     10

	Next modification


7.2.149
Service-Information AVP

The Service-Information AVP (AVP code 873) is of type Grouped. Its purpose is to allow the transmission of additional 3GPP service specific information elements which are not described in this document.

It has the following ABNF grammar:

Service-Information :: = 
< AVP Header: 873>

[ Subscription-Id ]

[ PS-Information ]

[ WLAN-Information ]

[ IMS-Information ]
[ Non-3GPP-Access-Information ]
[ MMS-Information ]

[ LCS-Information ]

[ PoC-Information ]

[ MBMS-Information ]

[ SMS-Information ]

[ MMTel-Information ]

[ Service-Generic-Information ]

The format and the contents of the fields inside the Service-Information AVP are specified in the middle-tier documents which are applicable for the specific service. Note that the formats of the fields are service-specific, i.e. the format will be different for the various services.

The Subscription-Id AVP in Service-Information AVP is only used on the Rf interface.

Further fields may be included in the Service-Information AVP when new services are introduced. 

	End of modifications
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