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	Reason for change:
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	Some additionnal information have been added to PS information : associated CDRs fields description needs to be enhanced in consequence.

	
	

	Summary of change:
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	Provide corresponding AVPs for EPC CDRs fields description
· “Dynamic address Flag”  

· “Cause for Closing” and “Diagnostics”

-      “Extended information”
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not approved:
	Uncomplete description for CDRs elaboration from information received on Rf interface.
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	1st Modified Section


5.1.2.2.5
Cause for Record Closing

This field contains a reason for the release of the CDR including the following:

-
-
normal release: IP-CAN bearer release or detach;

-
data volume limit;

-
time (duration) limit; 
-
maximum number of changes in charging conditions;

-
For SGSN: intra SGSN intersystem change (change of radio interface from GSM to UMTS or vice versa);
-
For P-GW and S-GW: Radio Access Technology (RAT) change;-
abnormal termination (IP-CAN bearer or MM context);
-
For SGSN: SGSN change;

-
For S-GW: S-GW change;

-
Timezone change;

-
SGSN or S-GW PLMN change;
-
unauthorized network originating a location service request;

-
unauthorized client requesting a location service;

-
position method failure at a location service execution;

-
unknown or unreachable LCS client at a location service request;

-
management intervention (request due to O&M reasons);
A more detailed reason may be found in the diagnostics field.
This parameter corresponds to the Cause-For-Closing AVP within PS-information AVP, described in TS 32.299 [40].

	Next Modified Section


5.1.2.2.11
Diagnostics

This field includes a more detailed technical reason for the releases of the connection refer TS 32.250 [10]. The diagnostics may also be extended to include manufacturer and network specific information.
This parameter corresponds to the Diagnostics AVP within PS-information AVP, described in TS 32.299 [40].
	Next Modified Section


5.1.2.2.13
Dynamic Address Flag

This field indicates that PDP address/PDN address  has been dynamically allocated for that particular IP-CAN bearer. This field is missing if address is static i.e. part of PDP context subscription. Dynamic address allocation might be relevant for charging e.g. the duration of PDP context as one resource offered and possible owned by network operator. This parameter corresponds to the Dynamic-Address-Flag  AVP within PS-information AVP, described in TS 32.299 [40].

	Next Modified Section


5.1.2.2.42
Record Extensions

This field enables network operators and/or manufacturers to add their own recommended extensions to the standard record definitions. This field contains a set of "management extensions" as defined in ITU-T X.721 [106]. This is conditioned upon the existence of an extension.
This parameter corresponds to the Extended-Information AVP within PS-information AVP, described in TS 32.299 [40].  
	End of modifications
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