3GPP TSG-SA5 (Telecom Management)
S5-091294
Meeting SA5#63, 16-20 February 2009, Prague, Czech Republic

Source:
Motorola
Title:
Measurements related to PRB usage for signalling
Document for:
Discussion and Decision
Agenda Item:
E-UTRAN performance measurements
1
Decision/action requested

Discussion and agreement on the measurements related to PRB usage for control channels
2
References
[1] 3GPP draft TS 32.425 v040
[1] 36.214
3
Rationale
See the use case doc.
4 Detailed proposal
4.5.x
DL PRB Usage for Dedicated Control Channels
a) This measurement provides the total number of physical resource blocks (PRBs) used on the downlink for Dedicated Control Channels (DCCH).
b) SI
c) This measurement is obtained according to the definition in 3GPP TS 36.314 [11].

d) A single integer value.
e) RRU.PrbDcchDl
f) EUtranGenericCell
g) Valid for packet switched traffic

h) EPS
4.5.x
UL PRB Usage for Dedicated Control Channels
a) This measurement provides the total number of physical resource blocks (PRBs) used on the uplink for Dedicated Control Channels (DCCH).
b) SI
c) This measurement is obtained according to the definition in 3GPP TS 36.314 [11].

d) A single integer value.
e) RRU.PrbDcchUl
f) EUtranGenericCell
g) Valid for packet switched traffic

h) EPS
4.5.x
DL PRB Usage for Common Control Channels
a) This measurement provides the total number of physical resource blocks (PRBs) used on the downlink for Broadcast Control Channel (BCCH) and Paging Control Channel (PCCH).
b) SI
c) This measurement is obtained according to the definition in 3GPP TS 36.314 [11].

d) A single integer value.
e) RRU.PrbCchDl
f) EUtranGenericCell
g) Valid for packet switched traffic

h) EPS
4.5.x
UL PRB Usage for Common Control Channels
a) This measurement provides the total number of physical resource blocks (PRBs) used on the downlink for Random Access Channel (RACH) and Physical Uplink Control Channel (PUCCH).
b) SI
c) This measurement is obtained according to the definition in 3GPP TS 36.314 [11].

d) A single integer value.
e) RRU.PrbCchUl
f) EUtranGenericCell
g) Valid for packet switched traffic

h) EPS







































































































































