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1 Progress status

Percentage of completion: 100% (previously 90%)

Summary of progress: 
Use case and Proposal of PDN-GW initiated Dedicated Bearer Creation, Deletion, Modification with/without QoS update related measurements need to be updated according to comments.
Use case and proposal for paging related measurements are agreed to be added to draft TS.
Use case and proposal for connected subscribers, TAU inter-system and DNS related measurements need more discussion.

Outstanding issues: None.
2 Minutes

The RG session was held on 2009-2-18, 1st Quarter.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-091175
	Use case and Proposal of PDN-GW initiated Dedicated Bearer Creation related measurements for EPC 
Huawei: Pre-Release 8 PPP functionality of a GGSN may be implemented in the PDN GW?

Samsung: copy from PDN GW, Pre-Release 8 PPP functionality is supported or not will be checked.

Huawei: measure message or number of bearer?

Nsn: from use case, it should measure number of bearer.

Samsung: agree to update the trigger.

Conclusion: revised to S5-091646.
	Samsung, China Mobile

	S5-091176
	Use Case and Proposal of PDN-GW initiated Dedicated Bearer Deletion related measurements for EPC 
Zte: what’s the value for success case or fail case?
Moto: we need a cause value list to distinguish success or fail case.

Nsn: we need give the value of success or fail, also should clear to measure number of bearer or procedure.

Conclusion: revised to S5-091647.
	Samsung, China Mobile

	S5-091177
	Use Case and Proposal of PDN-GW initiated Dedicated Bearer Modification with QoS update related measurements for EPC 
NSN: same comments with previous one.
Conclusion: revised to S5-091648.
	Samsung. China Mobile

	S5-091178
	Use Case and Proposal of PDN-GW initiated Dedicated Bearer Modification without QoS update related measurements for EPC 
ZTE: same question of the trigger with previous one.
Conclusion: revised  to S5-091649.
	Samsung, China Mobile

	S5-091191
	Use case for connected subscribers related measurements for EPC 
NSN: it should be measured on eNodeB, why related to MME?

Samsung: we want to measure the number of UE on MME

Moto: measure the number of bearers is better than the number of users

Samsung: we can set timer to release S1 bearer according the number of user but not according to the number of RRC.
Nsn: even know the number of UE then how to set timer.
Samsung: need S1 and more RRC connection longer if UE number is large.

Conclusion: noted.
	Samsung

	S5-091193
	proposal of connected subscribers related measurements for EPC 
Conclusion: noted
	Samsung

	S5-091194
	Use case for dedicated bearer setup time related measurements for EPC
huawei: because dedicated bearer is based on UE, each UE type is different, why we need to measure its setup time
ericsson: when dedicated bearer is setup, there two parts, one is related to UE, the other is related to network. The second one is more useful.

Conclusion: noted
	Samsung

	S5-091195
	proposal of dedicated bearer setup time related measurements for EPC
NSN: PCC can measure the whole procedure setup time

Moto: how to measure UE initiate procedure, such as download data.

ZTE: How to measure setup time need more discussion.
Conclusion: noted
	Samsung

	S5-091355
	Use case for TAU inter system related measurements for EPC 
NSN: TAU does not initiate intersystem handover.

Conclusion: noted
	China Mobile

	S5-091356
	proposal of TAU inter system related measurements for EPC 
Conclusion: noted
	China Mobile

	S5-091357
	Use case for paging related measurements for EPC 
Conclusion: agreed to add draft TS.
	China Mobile

	S5-091358
	proposal of paging related measurements for EPC 
moto: propose to change object class to MME, not TA.
China Mobile: global paging is used few because it will increase network load largely. TA is often used.
Conclusion: noted.
	China Mobile

	S5-091359
	Use case for DNS related measurements for EPC 
Moto: DNS related measurement is defined in IETF, why we need to define it and how to use it if we know DNS resolution success rate is low?

China Mobile: DNS have been defined in IETF, here we define measurements based on MME. The detail use case will be provided next time.
Conclusion: noted, need more discussion.
	China Mobile

	S5-091360
	proposal of DNS related measurements for EPC 
Conclusion: noted.
	China Mobile


3 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	1
	Change measurement names according to measurement naming conventions agreed last meeting
	Release 8
	China Mobile
	open
	One week after SA5 #63
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