3GPP TSG-SA5 (Telecom Management)
S5-09xyzw
Meeting SA5#63, 16-20 February 2009

Prague, Czech Republic

revision of S5-08xyzw
Source:
Huawei
Title:
To Supplement Analysis and Drive
Document for:
Discussion/ Approval
Agenda Item:
UID_410044 Study of Rc Reference Point Functionalities and Message Flows
1
Decision/action requested

To discuss and incorporate into new draft baseline.
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)
3GPP TR. 32.825-020

3
Rationale

(with bullet points, the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

This document has proposed some content to supplement Analysis and Drive section.
4
Detailed proposal

4.1 Requirement and Drive Analysis

3GPP has introduced OCS architecture since Release 5.  The principle drives for the completion of the Rc reference point are:

1) To support a standardized connection by ABMF

This works as the key drive for Rc reference point specifications. The technologies related with OCS is on the way to be complete in R8 or previous releases which have been facilitate the application of OCS specifications.  Whereas Rc reference point was identified as outstanding in previous releases. In current market each solution has its own way for this interconnection.  For the operator, the upgrading or corresponding action was limited to vendor specific. A standardized way will bring a unified style for the connection.

As identified it’s up to complete in late release. Through such, an operator can benefit from multi-vendors existing environment, convenient inter-connecting of accounting information within charging domains.

2) To facilitate interconnecting between OCF and ABMF

Within an operator’s telecommunication network, especially for a vast network, OCF and ABMF may be distributed in multi physical locations.  For offering a seamless service for the subscribing, local OCF may be requested to connect to ABMF which physically belongs to another domain.  

3) To facilitate convergent charging between OCS and other charging systems.

In case unified storage of Account information, a standard of Rc reference point can facilitate any potential convergent charging between other charging system irrespectively the vendor or prepaid and postpaid. 
As the drives above, the specification of Rc reference point, the message exchange, the flow need take into account the requirements above.

