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1
Decision/action requested

Agree on inclusion of the requirements and detail proposal of time synchronization in draft TR 32.822.
2
References

1) 32822-019 Study on System Maintenance over Itf-N
3
Rationale

This contribution has been submitted for previous meeting.
4
Detailed proposal

The following changes are proposed for draft TR 32.822:

	1st New Section


5.2.2
Requirements

……
5.2.2.2
Time synchronization between IRPManager and IRPAgent

For the purpose of keeping the time synchronized between IRPManager(s) and IRPAgent(s) and provide accurate time in data transferred over Itf-N, the IRPManager(s) and IRPAgent(s) should synchronize their clocks against a time reference, for example with the use of NTP [IETF RFC 1305]. To support the time synchronization, it shall be possible for IRP Manager to:

a) Query the supporting time synchronization information (e.g. protocol, control parameters) of IRP Agent;
b) Set the parameters which needed by time synchronization.
	2nd New Section


6.3
Detailed proposal

……
6.3.3
Time synchronization between IRPManager and IRPAgent
The time synchronizaiton between IRPManager and IRPAgent can be implemented by using existing time synchronization protocol. There are two possible solutions to support the time synchronization by using existing time synchronizaiton protocol:
First solution, to use the third party tools to enable the time synchronization.
Second solution, to include the following operations over Itf-N:
1) QueryTimesynchronization.
2) SetTimesynchronization.
	End of modification


