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Decision/action requested

To agree on proposal forTS 32.426 EPC measurements
2
References
S5-080623 SP-080061 WT WID on EPC Performance measurements (EPC-OAM) 
3
Rationale

According to EPC measurements draft skeletion and following definition method of exitsted measurements for EPS, paging related measurements for EPC are proposed. If detailed proposal is agreed then put in draft specification.
4 Detailed proposal
Detailed proposals are as following.
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4 Measurements related to the MME
4.1
Mobility Management

 […]
4.1.9
EPS paging procedures
The three measurement types defined in clauses 4.1.9.n are subject to the "2 out of 3 approach".

4.1.9.1
Attempted EPS paging procedures

a) This measurement provides the number of attempted EPS paging procedures initiated at the MME. The initial paging procedures as well as the repeated paging procedures are counted.
b) CC.

c) Incremented when an EPS paging procedure is started i.e. at the transmission of the first "Paging" message (TS 36.413 [4]) from the MME to the eNodeB.

d) A single integer value.

e) MM.AttEpsPaging.

f) TA, specified by a concatenation of the MCC (Mobile Country Code), MNC (Mobile Network Code), TAC (Tracking Area Code).
g) Valid for packet switching.

h) EPS.

4.1.9.2
Successful EPS paging procedures

a) This measurement provides the number of successful PS paging procedures initiated at the MME. The initial paging procedures as well as the repeated paging procedures are counted.
b) CC.

c) Incremented when a paging_response is received by the MME from the UE as response to an EPS PS paging procedure (Receipt of "SERVICE REQUEST" message with Service Type = Paging Response from the UE (TS 24.301 [3])).

d) A single integer value.

e) MM.SuccEpsPaging.

f) TA, specified by a concatenation of the MCC (Mobile Country Code), MNC (Mobile Network Code), TAC (Tracking Area Code).
g) Valid for packet switching.

h) EPS.

4.1.9.3
Failed EPS paging procedures

a) This measurement provides the number of failed PS paging procedures initiated at the MME, i.e. EPS paging procedures that time out. The initial paging procedures as well as the repeated paging procedures are counted.
b) CC.

c) Incremented when an EPS PS paging procedure times out.

d) A single integer value.

e) MM.FailEpsPaging.

f) TA, specified by a concatenation of the MCC (Mobile Country Code), MNC (Mobile Network Code), TAC (Tracking Area Code).
g) Valid for packet switching.

h) EPS.

