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1. Overall Description:

3GPP SA WG5 thanks Broadband Forum for their development and maintenance effort of TR-069 specifications such as reference [1]. 

3GPP SA WG5 intends to develop the 3GPP SA5 so-called Type-1 interface for the management of Home NodeB using the TR-069 protocol [1] in a compliant manner. 

2. Actions:

To Broadband Forum
ACTION: 


· During our work, 3GPP SA5 observes that there is no Broadband Forum specification, and that there is no plan to produce a document, that states the conditions under which an implementation can be judged or verified as TR-069 compliant.  Please confirm our observation.

· 3GPP SA WG5 kindly asks Broadband Forum to confirm if an ACS, using RPC method, such as SetParameterValues to set a Data Model defined parameter would require changes to TR-069 [1].  If change is required, please provide reference(s) to [1] where change is required to substantiate or support the confirmation.
· 3GPP SA WG5 kindly asks Broadband Forum to comment if the following Home NodeB two behaviours, i.e. a) and b) below  are TR-069 compliant or not. If one or both Home NodeB behaviours described below are considered non-compliant, please identify it and provide reference(s) to [1] and explanation that substantiate or support such conclusion.
a) Suppose a Home NodeB Management System playing the role of ACS uses a TR-069 RPC method SetParameterValues to set the PeriodicUploadInterval Data Model defined parameter; and as a result, the Home NodeB would upload a file periodically according to PeriodicUploadInterval value.
b) Upload RPC where the ACS periodically initiates a TR069 connection and instructs the HNB to upload a file.  SetParameterValue is not used to set a period in the HNB since the periodicity is implemented at the ACS level.   
Reference

[1] TR-069 CPE WAN Management Protocol v1.1, Version: Issue 1 Amendment 2. 
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