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1
Decision/action requested

The group is asked to discuss the proposed NRM for 3G Home NodeB Gateway IRP, and introduce the agreed part into the draft TS 32.xx2.
2
References

[1]
3GPP S5-081929: “New WT-level WID on 3G Home NodeB GW OAM&P”
3
Rationale

In 3GPP SA5#62, the meeting discussed and agreed on new work item on 3G HNB GW OAM&P. In 3GPP SA5#63, the meeting discussed and agreed on 3G HNB GW NRM Skeleton. This contribution is to add NRM IOC relationship to the TS32.xx2.
4
Detailed proposal

Text Proposal for TS 32.XX2
	Modified Section


1.1. 
Information relationship definitions
1.1.1. 
AssociatedWith1 (M) 
1.1.1.1. 
Definition

This represents a bi-directional relationship between the IuhLink and HNB (through the HnbFunction). 
The role of the relation shall be mapped to a reference attribute of the IOC. The names of the reference attribute and the role are the same.
1.1.1.2. 
Roles

Roles of the relation AssociatedWith1
	Name
	Definition

	iuhLink-HnbFunction
	This role (when present) represents IuhLink capability to identify one HnbFunction.  
When the role is absent, the IuhLink.iuhLink-HnbFunction shall contain no information. 
When present, it shall contain one HnbFunction DN.

	hnbFunction-IuhLink
	This role (when present) represents HnbFunction capability to identify one IuhLink.  
When the role is absent, the HnbFunction.hnbFunction-IuhLink shall contain no information.  
When present, it shall contain one IuhLink DN.


Editor’s note: the name of HnbFunction represents HNB functionality that should be aligned with the NRM of HNB IRP. This isn’t in the scope of this document and would be for further study. 

1.1.1.3. 
Constraints

When a particular IuhLink identifies a particular HnbFunction, that particular HnbFunction must identify the particular IuhLink.
1.1.2. 
ConnectedTo1 (M)

1.1.2.1. 
Definition

This represents a uni-directional relation between the IuhLink and SctpAssoc.
The role of the relation shall be mapped to a reference attribute of the IOC.

1.1.2.2. 
Roles

Roles of the relation ConnectedTo1
	Name
	Definition

	IuhLink-SctpAssoc
	This role (when present) represents IuhLink capability to identify the connected SctpAssoc. When the role is present, the IuhLink-SctpAssoc shall carry the set of SctpAssoc DN(s).


1.1.2.3. Constraints
None
	
End of modifications


