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	1st Modified Section


4.12
MME Trace Record Content

The following table shows the trace record content for MME. 

The trace record is the same for management based activation and for signalling based activation. 

For MME, the Minimum level of detail shall be supported. 

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	S3
	GTPv2-C
	IMSI
	DETACH NOTIFICATION

CS PAGING INDICATON
	M
	M
	TS 29.274

	
	
	TMSI
	CS PAGING INDICATON
	M
	M
	TS 29.274

	
	
	Cause
	DETACH NOTIFICATION

DETACH aCKNOWLEDGE
	M
	M
	TS 29.274

	S3/S10
	GTPv2-C
	IMSI
	RELOCATION CANCEL Request

IDENTIFICATION RESPONSE

CONTEXT RESPONSE

CONTEXT REQUEST

FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	GUTI
	CONTEXT REQUEST
IDENTIFICATION Request
	M
	M
	TS 29.274

	
	
	RAI
	IDENTIFICATION Request

CONTEXT REQUEST
	M
	M
	TS 29.274

	
	
	P-TMSI
	IDENTIFICATION Request

CONTEXT REQUEST
	M
	M
	TS 29.274

	
	
	Indication
	FORWARD RELOCATION COMPLETE NOTIFICATION

FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	BSSGP Cause
	FORWARD RELOCATION RESPONSE

FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	RANAP Cause
	FORWARD RELOCATION RESPONSE

FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	eNodeB Cause
	FORWARD RELOCATION RESPONSE
	M
	M
	TS 29.274

	
	
	RAT Type
	CONTEXT REQUEST
	M
	M
	TS 29.274

	
	
	Target Identification
	FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	Cause
	RELOCATION CANCEL RESPONSE

FORWARD SRNS CONTEXt ACKNOWLEDGE

IDENTIFICATION RESPONSE

CONTEXt ACKNOWLEDGE

CONTEXT RESPONSE

FORWARD RELOCATION COMPLETE ACKNOWLEDGE

FORWARD RELOCATION RESPONSE
	M
	M
	TS 29.274

	
	
	RAN Cause
	FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	
	
	Selected PLMN ID
	FORWARD RELOCATION REQUEST
	M
	M
	TS 29.274

	S6a
	Diameter
	User Name
	NOTIFY REQUEST

AUTHENTICATION INFORMATION REQUEST

DELETE SUBSCRIBER DATA REQUEST

INSERT SUBSCRIBER DATA REQUEST

PURGE UE REQUEST

CANCEL LOCATION REQUEST

UPDATE LOCATION REQUEST
	M
	M
	TS 29.272

	
	
	Terminal Infomration
	NOTIFY REQUEST

UPDATE LOCATION REQUEST
	M
	M
	TS 29.272

	
	
	Result
	NOTIFY ANSWER

AUTHENTICATION INFORMATION ANSWER

DELETE SUBSCRIBER DATA ANSWER

INSERT SUBSCRIBER DATA ANSWER

PURGE UE ANSWER

CANCEL LOCATION ANSWER

UPDATE LOCATION ANSWER
	M
	M
	TS 29.272

	
	
	RAT Type
	UPDATE LOCATION REQUEST
	M
	M
	TS 29.272

	
	
	APN
	NOTIFY REQUEST
	
	
	

	
	
	Visited PLMN Id
	AUTHENTICATION INFORMATION REQUEST

UPDATE LOCATION REQUEST
	M
	M
	TS 29.272

	S11
	GTPv2-C
	IMSI
	Create SESSION Request

CHANGE NOTIFICATION REQUEST
CHANGE NOTIFICATION RESPONSE

SUSPEND NOTIFICATION

SUSPEND ACKNOWLEDGE

RESUME NOTIFICATION

RESUME ACKNOWLEDGE

	M
	M
	TS 29.274

	
	
	APN
	Create SESSION Request
	M
	M
	TS 29.274

	
	
	Indication Flags
	MODIFY bEARER Request
DELETE SESSION REQUEST
	M
	M
	TS 29.274

	
	
	EPS Bearer ID
	Create SESSION ReSPONSE
Create Bearer RESPONSE
MODIFY bEARER Request

MODIFY bEARER ReSPONSE
DELETE bEARER Request

DELETE Bearer RESPONSE
UPDATE USER PLANE RESPONSE
MODIFY BEARER COMMAND
MODIFY BEARER FAILURE INDICATION
UPDATE BEARER RESPONSE
DELETE BEARER FAILURE INDICATION

CREATE INDIRECT DATA FOPRWARDING TUNNEL RESPONSE
UPDATE BEARER COMPLETE
	M
	M
	TS 29.274

	
	
	MME-CSID
	Create SESSION Request

Create Bearer RESPONSE
DELETE Bearer RESPONSE
	M
	M
	TS 29.274

	
	
	SGW-CSID
	Create SESSION Request

Create SESSION ReSPONSE
Create Bearer Request

Create Bearer RESPONSE
DELETE bEARER Request

DELETE Bearer RESPONSE
	M
	M
	TS 29.274

	
	
	MSISDN
	Create SESSION Request

MODIFY bEARER ReSPONSE
	M
	M
	TS 29.274

	
	
	Bearer Level QoS
	Create SESSION Request

Create Bearer Request

MODIFY bEARER Request

MODIFY bEARER ReSPONSE
MODIFY BEARER COMMAND
UPDATE BEARER REQUEST
	M
	M
	TS 29.274

	
	
	RAT Type
	Create SESSION Request

MODIFY Bearer Request

CHANGE NOTIFICATION REQUEST
	M
	M
	TS 29.274

	
	
	MEI
	Create SESSION Request
MODIFY Bearer Request
	M
	M
	TS 29.274

	
	
	Cause
	Create SESSION ReSPONSE
Create Bearer RESPONSE
Bearer RESOURCE FAILURE INDICATION

MODIFY bEARER ReSPONSE
DELETE SESSION RESPONSE
DELETE Bearer RESPONSE

DOWNLINK DATA NOTIFICATION ACKNOWLEDGEMENT

DOWNLINK DATA NOTIFICATION INDICATION

UPDATE USER PLANE RESPONSE

MODIFY BEARER FAILURE INDICATION

UPDATE BEARER RESPONSE

DELETE BEARER FAILURE INDICATION
CREATE INDIRECT DATA FOPRWARDING TUNNEL RESPONSE

UPDATE BEARER COMPLETE
CHANGE NOTIFICATION RESPONSE
CREATE FORWARDING TUNNEL RESPONSE
	M
	M
	TS 29.274

	
	
	PGW-CSID
	Create Bearer Request

DELETE bEARER Request
	M
	M
	TS 29.274

	S1
	S1AP
	E-RAB ID
	All messages where it is present
	M
	M
	TS 36.413

	
	
	E-RAB Level QoS Parameters
	E-RAB SETUP REQUEST

E-RAB MODIFY REQUEST

INITIAL CONTEXT SETUP REQUEST
	M
	M
	TS 36.413

	
	
	Cause
	INITIAL CONTEXT SETUP FAILURE

UE CONTEXT RELEASE REQUEST

UE CONTEXT RELEASE COMMAND

UE CONTEXT MODIFICATION FAILURE

HANDOVER REQUIRED

HANDOVER PREPARATION FAILURE

HANDOVER REQUEST

HANDOVER FAILURE

HANDOVER CANCEL

PATH SWITCH REQUEST FAILURE

NAS NON DELIVERY INDICATION
	M
	M
	TS 36.413

	
	
	Handover Type
	HANDOVER REQUIRED

HANDOVER COMMAND
HANDOVER REQUEST
	M
	M
	TS 36.413

	
	
	E-UTRAN CGI
	HANDOVER NOTIFY
PATH SWITCH REQUEST

INITIAL UE MESSAGE

UPLINK NAS TRANSPORT
	M
	M
	TS 36.413

	
	
	TAI
	HANDOVER NOTIFY

PATH SWITCH REQUEST

UPLINK NAS TRANSPORT

PAGING
	M
	M
	TS 36.413

	
	
	Target ID
	HANDOVER REQUIRED
	M
	M
	TS 36.413

	
	
	CDMA2000 HO Status
	DOWNLINK S1 CDMA2000 TUNNELING
	M
	M
	TS 36.413

	
	
	CDMA2000 RAT Type
	DOWNLINK S1 CDMA2000 TUNNELING
UPLINK S1 CDMA2000 TUNNELING
	M
	M
	TS 36.413

	
	
	CDMA2000 Sector ID
	UPLINK S1 CDMA2000 TUNNELING
	M
	M
	TS 36.413

	
	
	CDMA2000 HO Required Indication
	UPLINK S1 CDMA2000 TUNNELING
	M
	M
	TS 36.413


	End of modifications
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