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The following changes are proposed for TS 32.532:

	1st New Section


5.x SwMIRPNotifications_3 Interface (M)

5.x.1 Notification notifyNASwMStatusChanged (M)

5.x.1.1  Definition

This notification, generated by IRPAgent conveys information about the status of a non-automated software management operation.
Information on Requirements Traceability:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.531 [6]
	REQ_NASWM_FUN_1
	

	3GPP TS 32.531 [6]
	REQ_NASWM_FUN_3
	

	3GPP TS 32.531 [6]
	REQ_NASWM_FUN_5
	


5.x.3.2  Input parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	requestId
	M, N
	Integer
	Identifies the request associated with a non-automated software management operation. Based on request id, IRPManager can correlate the non-automated software management response and this notification.

	neSwVersion
	O,Y
	String
	Identifies the version that has been downloaded/installed/activated

	neSwMOperationStatusInfo
	M,N
	LIST <

neId,

NASwMOperationStatus

reason>

	Provides information on the status of a software management operation for network element(s) involved.

Each entry in the list contains: 
a) NE identifier (identified using the full Distinguished Name according to 3GPP TS 32.300) 
b) Status of a non-automated software management operation for that NE and can have any one of the following enum values:
neSwDownloadSuccess, neSwDownloadFailed, 

neSwInstallationSuccess, neSwInstallationFailed,

neSwActivationSuccess, neSwActivationFailed.
c) A reason when the operation is not successful.
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