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The following changes are proposed for TS 32.533:

	1st Modified Section


5
Mapping

5.1
Operation and Notification mapping

Software Management IRP: IS 3GPP TS (see 3GPP TS 32.532 [7]) defines semantics of operations and notifications visible across the Itf-N.  Table 5.1.1 indicates mapping of these operations and notifications to their equivalents defined in this SS.

Table 5.1.1: Mapping from IS Notification/Operation to SS equivalents

	IS Operation/ notification 

Software Management IRP: IS 3GPP TS 32.532[7]
	SS Method 
	Qualifier

	listSwMCapabilities
	listSwMCapabilities
	M

	listSwMProfiles
	listSwMProfiles
	M

	createSwMProfile
	createSwMProfile
	M

	deleteSwMProfile
	deleteSwMProfile
	M

	listSwMProcesses
	listSwMProcesses
	M

	resumeSwMProcess
	resumeSwMProcess
	M

	swFallback
	swFallback
	M

	terminateSwMProcess
	terminateSwMProcess
	M

	changeSwMProfile
	changeSwMProfile
	O

	installNESw
	installNESw 
	O

	notifySwMProfileCreation
	notifySwMProfileCreation
	M

	notifySwMProfileDeletion
	notifySwMProfileDeletion
	M

	notifySwMProcessCreation
	notifySwMProcessCreation
	M

	notifySwMProcessStage
	notifySwMProcessStage
	M

	notifySwMProcessDeletion
	notifySwMProcessDeletion
	M

	notifyNewSwAvailability
	notifyNewSwAvailability
	O

	notifySwMProfileChange
	notifySwMProfileChange
	O


	End of 1st modification


	2nd Modified Section


5.2
Operation parameter mapping 

Reference 3GPP TS 32.532 [6] defines semantics of parameters carried in operations across the Itf-N.  The following set of tables indicate the mapping of these parameters, as per operation, to their equivalents defined in this SS.
Table 5.2-1: Mapping from IS listSwMCapabilities parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	nEInformation
	SwMIRPConstDefs::NEInformation
	M

	capabilitiesList
	SwMIRPConstDefs::SwMCapabilitiesList
	M

	result
	Exceptions:

SwMIRPConstDefs::ListSwMCapabilities,

GenericIRPManagementSystem::ParameterNotSupported,

GenericIRPManagementSystem::InvalidParameter,

GenericIRPManagementSystem::ValueNotSupported,

GenericIRPManagementSystem::OperationNotSupported
	M


…..

…..

Table 5.2-x: Mapping from IS installNESw parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	swVersionToBeInstalled
	SwMIRPConstDefs:: SWVersionToBeInstalled
	M

	neInformationList
	SwMIRPConstDefs::NEInformationList
	M

	requestID
	SwMIRPConstDefs::RequestID
	M

	reason
	SwMIRPConstDefs::Reason
	O

	result
	Exceptions:

SwMIRPConstDefs:: OperationFailed,

SwMIRPConstDefs:: ResourceLimitation
SwMIRPConstDefs:: SWNotAvailable
	M


	End of 2nd modification


	3rd Modified Section


A.2
IDL specification (file name "SwMIRPSystem.idl")

//File: SwMIRPSystem.idl

#ifndef _SWM_IRP_SYSTEM_IDL_
#define _SWM_IRP_SYSTEM_IDL_

#include <SwMIRPConstDefs.idl>

#include <GenericIRPManagementSystem.idl>

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: SwMIRPSystem */

module SwMIRPSystem

{

   /*

   If the system fails to complete an operation, then it can provide a reason

   to qualify the exception. The semantics carried in this reason are outside

   the scope of the present document.

   */

   exception ListSwMCapabilities { string reason; };

   exception ListSwMProfiles { string reason; };

   exception CreateSwMProfile { string reason; };

   exception DeleteSwMProfile { string reason; };

   exception ListSwMProcesses { string reason; };

   exception ResumeSwMProcess { string reason; };

   exception SwFallback { string reason; };

   exception TerminateSwMProcess { string reason; };

   exception ChangeSwMProfile { string reason; };
   exception OperationFailed { string reason; };

   exception ResourceLimitation { string reason; };

   exception SWNotAvailable { string reason; };
   interface SwMIRPOperations_1
   {

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result listSwMCapabilities
         (

         in SwMIRPConstDefs::NEInformation nEInformation,

         out SwMIRPConstDefs::SwMCapabilitiesList capabilitiesList
         )

      raises 

         (

         ListSwMCapabilities, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result listSwMProfiles
         (

         in SwMIRPConstDefs::NEInformation nEInformation,

         out SwMIRPConstDefs::SwMProfileList profileList
         )

      raises 

         (

         ListSwMProfiles, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result createSWMProfile
         (

         in SwMIRPConstDefs::IdOpt id,

         in SwMIRPConstDefs::NEInformation nEInformation,

         in SwMIRPConstDefs::SwVersionToBeInstalledConditional swVersionToBeInstalled,

         in SwMIRPConstDefs::StepsAndSelectedStopPointList stepsAndSelectedStopPointList,
         in SwMIRPConstDefs::SelectedFinalAdministrativeState selectedFinalAdministrativeState
         )

      raises 

         (

         CreateSWMProfile, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result deleteSWMProfile
         (

         in SwMIRPConstDefs::Id id
         )

      raises 

         (

         DeleteSWMProfile, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result listSwMProcesses
         (

         in SwMIRPConstDefs::NEIdentificationOpt nEIdentification,
         out SwMIRPConstDefs::ProcessList processList
         )

      raises 

         (

         ListSwMProcesses, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result resumeSwMProcess
         (

         in SwMIRPConstDefs::Id id
         )

      raises 

         (

         ResumeSwMProcess, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result swFallback
         (

         in SwMIRPConstDefs::Filter filter,

         out SwMIRPConstDefs::NEList nEList
         )

      raises 

         (

         SwFallback, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result terminateSwMProcess
         (

         in SwMIRPConstDefs::Id id
         )

      raises 

         (

         TerminateSwMProcess, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

   };

   interface SwMIRPOperations_2
   {

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result changeSWMProfile
         (

         in SwMIRPConstDefs::Id id,

         in SwMIRPConstDefs::NEInformation nEInformation,

         in SwMIRPConstDefs::SwVersionToBeInstalledConditional swVersionToBeInstalled,

         in SwMIRPConstDefs::StepsAndSelectedStopPointList stepsAndSelectedStopPointList,
         in SwMIRPConstDefs::SelectedFinalAdministrativeState selectedFinalAdministrativeState
         out SwMIRPConstDefs::VersionNumber versionNumber
         out SwMIRPConstDefs::ConflictingProfileIdConditional conflictingProfileId
         )

      raises 

         (

         ChangeSWMProfile, 

         GenericIRPManagementSystem::ParameterNotSupported, 

         GenericIRPManagementSystem::InvalidParameter, 

         GenericIRPManagementSystem::ValueNotSupported,

         GenericIRPManagementSystem::OperationNotSupported

         );

   };

interface SwMIRPOperations_3

   {

      /* for the purpose of this operation see 3GPP TS 32.532 */

      SwMIRPConstDefs::Result installNESw 

         (

         in  SwMIRPConstDefs::SWVersionToBeInstalled swVersionToBeInstalled,


     in  SwMIRPConstDefs::NEInformationList neInformationList,


     out SwMIRPConstDefs::RequestID requestID,


     out SwMIRPConstDefs::Reason reason

     )

      raises


     (

         OperationFailed,


     ResourceLimitation,


     SWNotAvailable


     );

  };

};

#endif // _SWM_IRP_SYSTEM_IDL_
	End of modifications


------------------------------------------------------END OF CONTRIBUTION------------------------------------------------------
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