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1. Introduction

No symbol has been used in TR32.823, so this contribution proposes to remove the symbols section. It also proposes to add some abbreviations which have been used in the TR.  

2. pCR to TS 32.823-070
	1st Modified Section


3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
alarm: See 3GPP TS 32.111-1 [2].

fault: See 3GPP TS 32.111-1 [2].

Stop condition: The Self-healing procedure may include one or more iterations until the related fault is resolved or the thresholds of some parameters (e.g. iteration counter or iteration duration time, etc.) are reached. These thresholds are used to determine whether to stop the procedure if the related fault is still not resolved after several iterations or a long time. We call these thresholds as well as fault resolution the stop conditions.




3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
EM
Element Manager

eNodeB
evolved NodeB

EPC
Evolved Packet Core

E-UTRAN
Evolved Universal Terrestrial Radio Access Network
NE
Network Element

NM
Network Manager

OAM
Operation Administration Maintenance

SON
Self Organizing Networks

	End of modifications


