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The following changes are proposed for TS 32.532:

	1st New Section


5.3.2.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	swMProfileList
	M
	swM.swMProfileList


	Each entry in the list contains:

· Id of profile
· versionNumber of swMprofile
· nEInformation of profile
· stepsAndSelectedStopPointList of profile
· selectedFinalAdministrativeState of profile
· swVersionToBeInstalled of swMprofile


	Result
	M
	swM.result
	


	End of 1st modification


	2nd Modified Section


5.3.3.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	id
	O  
	swM.id
	See the definition of the result field described below

	result
	M
	swM.result
	 If result = success , then parameter id contains the id of the created swMProfile.

If result = failure , then parameter id is absent.

If result = nEInformationIntersection, then parameter id contains the id of a swMProfile whose nEInformation would intersect with the proposed nEInformation for the new swMProfile, which was not created in this case.


	End of 2nd modification


	3rd Modified Section


5.4.1.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	Id
	M
	swM.id
	Identifier of swMprofile

	nEInformation
	M
	swM.nEInformation
	See 4.5

	swVersionToBeInstalled
	M 
	swM.swVersionToBeInstalled 
	See 4.5

	stepsAndSelectedStopPointList  
	M
	swM.stepsAndSelectedStopPointList 
	See 4.5

	selectedFinalAdministrativeState
	M
	swM.selectedFinalAdministrativeState
	See 4.5


5.4.1.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	Result
	M
	swM.result
	If result = success or failure , then parameter id may be absent or contain the id of the changed swMprofile.

If result = nEInformationIntersection, then parameter conflictingProfileId contains the id of a swMprofile ”A” whose nEInformation would intersect with the proposed nEInformation for the swMprofile ”B” = input parameter id. swMprofile ”B” will not be changed in this case.

	versionNumber
	M
	swM.versionNumber
	See 4.5. This parameter has value 0 when result <> success.

	conflictingProfileId
	C *)
	swM.conflictingProfileId
	See definition of result above.


*) Editor Note: whether this parameter needs to be conditional or mandatory needs further discussion. The condition: result_is_nEInformationIntersection 
	End of 3rd modification


	4th Modified Section


5.5.1.2
Input parameters

	Parameter Name
	Qualifiers
	Matching Information
	Comment

	id 
	M,Y
	swM.id
	Identifier of swMprofile

	versionNumber
	M, Y
	swM.versionNumber
	See 4.5

	nEInformation
	M,Y
	swM.nEInformation
	See 4.5

	swVersionToBeInstalled
	M,Y
	swM.swVersionToBeInstalled 
	See 4.5

	stepsAndSelectedStopPointList 
	M,N
	swM.stepsAndSelectedStopPointList  
	See 4.5

	selectedFinalAdministrativeState
	M,N
	swM.selectedFinalAdministrativeState
	See 4.5


	End of 4th modification


	5th Modified Section


5.6.1.2
Input parameters

	Parameter Name
	Qualifiers
	Matching Information
	Comment

	id 
	M,Y
	swM.id
	Identifier of swMprofile

	versionNumber
	M,Y
	swM.versionNumber
	See 4.5

	nEInformation
	M,Y
	swM.nEInformation
	See 4.5

	swVersionToBeInstalled
	M,N 
	swM.swVersionToBeInstalled 
	See 4.5

	stepsAndSelectedStopPointList 
	M,N
	swM.stepsAndSelectedStopPointList 
	See 4.5

	selectedFinalAdministrativeState
	M
	swM.selectedFinalAdministrativeState
	See 4.5


	End of modification


------------------------------------------------------END OF CONTRIBUTION------------------------------------------------------
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